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Abstract 

Owing to growing demands by customers for comfort and safety in cars, the weight of the 
respective individual automobile increases constantly. Hence, the role of construction ma-
terials, such as aluminium and magnesium alloys in car body production becomes ever 
more important. Especially magnesium is highly attractive because of its small density, its 
positive mechanic-technological properties, and the ready availability as raw material. 

It is known that magnesium has a reduced formability at room temperature and 
needs to be heated up to temperatures at around 300°C to be deformable with techno-
logically useful forming rates. So therefore to form sheets made of magnesium alloys, the 
workpiece has to be heated previously. The idea of combining the processes “inductive 
heating” and “pulsed magnetic forming” led to the following research work. The aim was to 
develop a tool that combines both processes to be able to heat up the forming zone at the 
workpiece to a significant temperature and to form it afterwards without changing the tool. 

However, in order to manufacture sheet metal components from magnesium innova-
tive manufacturing technologies are necessary. The Institute for Machine Tools and Fac-
tory Management (IWF) carries out research and develops solutions in the field of pulsed 
magnetic forming. 
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*This work is based on the results of the research project “Pulsed Magnetic Flat Forming of Magne-
sium Sheets by Increased Forming Temperatures”; the authors would like to thank the DFG for 
their financial support 



 1st International Conference on High Speed Forming – 2004 
 

230 
 

1 Introduction 

The objective to reduce moved masses has led to the reinforced development of light 
metal alloys. Considering the limited amount of natural resources, growing environmental 
pollution, the necessity of energy saving, and the resulting ever stricter legal regulations, 
recyclable lightweight design materials are gaining increasing importance. Additionally, 
technology-oriented companies place ever more focus on the technological and economic 
potential of innovative materials. Therefore, it is especially in the vehicle industry that the 
tendency to novel concepts and solutions for weight reduction continues to be very signifi-
cant despite the existing innovations in terms of constructive design and the increasing 
use of lightweight design materials. 

As far as the fuel consumption of automobiles is concerned, the factors power, train, 
and vehicle mass play the most important role alongside the influencing parameters rolling 
and air drag. Since these values are very difficult to realise and have only a light effect on 
the consumption value in the case of the first three factors, the main focus is placed on 
further development work in reducing the vehicle mass. In the field of the drive train, the 
chassis, and a number of other functional components, the idea of lightweight design has 
consistently been realised using cast products on aluminum and magnesium basis. There-
fore, a further potential of weight economy might be the car body shell [1]. 

At present, aluminum of a density of approx. 2,7 g/cm³ is the most frequently used 
functional metal in the production industry after steel with a density of approx. 7,8 g/cm³. 
Recent developments, such as car bodies made completely of aluminum, show that the 
ratio of lightweight design materials is clearly increasing in the automotive industry. 
Hereby, the basis is either a tubular grid frame, the so-called space frame, Figure 1, or an 
aluminum car body in the conventional self-supporting design, Figure 2. 

Figure 1: Audi Space Frame® (ASF) in Audi A2 and Audi A8 [2] 
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Figure 2: Self-supporting aluminum car body in Jaguar XJ [3] 

2 Potentials of Magnesium Alloys 

2.1 Technological and Economic Significance of Magnesium Alloys 

With its specific mass of 1,8 g/cm³, magnesium is lighter by approx. 30 percent than alu-
minum, thus being the lightest metallic design material. Due to the high mass-specific so-
lidity and rigidity characteristics, especially under bending and buckling stress, it has some 
weight advantages in the component of up to 60 and 25 percent, respectively, if compared 
to steel and aluminum [4]. Alongside their small density, the main advantages of magne-
sium alloys are good availability and good mechanical properties. Moreover, the excellent 
recycling potential of magnesium alloys entails an economical energy balance using com-
prehensive recycling systems. In comparison to the primary winning of aluminum requiring 
approx. 67,5 kWh/dm³ energy, magnesium shows a favorable energy demand of 
63,0 kWh/dm³. If magnesium is recycled in the secondary way from magnesium scrap of 
the quality class 1 the balance can be further improved. Hereby, only five percent of the 
energy, used for the primary winning, are required [5]. 

Despite these advantages, magnesium alloys stay far behind other lightweight de-
sign materials in terms of their dissemination. The reasons are the unsatisfactory corro-
sion resistance of magnesium alloys, reservations in terms of the hazard potential, and 
the lack of suitable process technologies for the forming of magnesium sheets. It was not 
until the manufacture of “high purity“ (hp) magnesium alloys with small percentages of 
iron, copper, and nickel, that the corrosion resistance was considerably improved, ena-
bling magnesium alloys to keep up with aluminum materials in this aspect, too [6]. 

Recent market analyses assume a growing European market for magnesium alloys 
of two-digit growth rates [7]. Within the period of 1990 to 1998, the consumption of mag-
nesium in the automotive industry thus grew from 23.000 to more than 90.000 tons per 
year with an average growth rate of 20 percent. Today, cars usually contain around 3 kg 
of magnesium. Single cars of leading European producers, however, contain 5 to 7 times 
more. According to a US study, some automobile producers will use as much as 100 kg 
magnesium in their cars adhering to the objective to reduce the total weight of cars by 10 
percent. This may suggest the growth potential to be expected for this material consider-
ing a world-wide production of 55 million cars per year [8]. 
Today, components from magnesium alloys are mainly produced by die casting, Figure 3. 
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Figure 3: Inner door made from AM50 die cast (the newest VW Polo) [9] 

The production of components with large surfaces and, at the same time, thin walls is, 
however, limited by the required locking pressures and by the fluctuation of the material 
properties [10]. In order to avoid the disadvantages of die casting, sheet metal compo-
nents of magnesium forgeable alloy should be produced by forming processes in the fu-
ture. In contrast to primary forming, forming enables a homogeneous, fine-crystal material 
structure which has very few faults. In contrast to magnesium sheet components manu-
factured by die casting, the resulting advantages of those manufactured by forming are 
the higher elongation at fracture making them more suitable for the security field, small 
wall thicknesses to be realised in large car body components, and their higher potential of 
application for visible areas of the car body shell due to their smooth surface structure. 

2.2 The Basis of the Forming of Magnesium forgeable Alloys 

There are only a few recent investigations known on the machining of magnesium forge-
able alloys by sheet forming processes. A crucial influencing parameter of the forming of 
magnesium forgeable alloys is the forming temperature. 

Due to its hexagonal grid structure, magnesium is highly formable at ambient tem-
perature. Investigations on the influence of temperature on the forming capacity, however, 
show that the form changing capacity of magnesium alloys jumps up at temperatures of 
T = 225°C [11], as further gliding planes are activated in this way. 

For the above-mentioned reasons, nearly only tempered deep drawing tools are 
used for magnesium sheet forming. Through the variation of alloys, recent research pro-
jects are searching for possibilities to reduce the considerable cost factor. It is, however, 
rather questionable if the heating up of at least one of the tools (die or matrix) can be 
completely avoided for alloy systems ready for serial production [12]. 

2.3 Challenges to the Forming of Magnesium Alloys by Conventional Form-
ing Processes 

Independently of the fact whether the magnesium sheet is heated up externally, i. e. out-
side the forming tool or within it, the tempering of the forming tool cannot be avoided in 
any of the forming processes. This, however, implies some difficulties because the un-
even heating up of the machine leads to a reduction of the guide clearance of the machine 
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tappet making it jam [5]. In order to avoid these negative effects, the tool must be com-
pletely thermally de-coupled from the machine by insulation layers and cooling elements. 

Such a thermal de-coupling proves to be very complicated in practice. Additionally, 
investigations have shown that the heat transfer as a result of convection must also be 
considered for thermal de-coupling despite the use of heat insulating plates for the reduc-
tion of heat conduction between tool and forming machine [5]. 

3 Potentials of the Pulsed Magnetic Flat Hot Forming for the 
Lightweight Design 

Due to the difficulties in the heating of the forming tools occurring during conventional 
forming processes, the goal of a topical research project promoted by the Deutsche For-
schungsgemeinschaft (DFG) is to realise new possibilities for the forming of magnesium 
fine sheets. Hereby, impulse magnetic hot flat forming is an interesting possibility to con-
sistently harness the potentials of this ultra light material. 

3.1 The Process of Pulsed Magnetic Hot Flat Forming 

Pulsed magnetic forming (PMF) is a non-contact technique where large forces can be 
imparted to a conductive metallic workpiece by a pure electromagnetic interaction. A sig-
nificant amount of energy is stored in a bank of capacitors by charging to a high voltage. 
The charge is switched over low inductance conductive buswork through a coil acting as a 
tool so that large currents run through the coil. 

The currents take the form of a damped sine wave and can be understood as a ring-
ing Inductance-Resistance-Capacitance (LRC) circuit. The peak current is typically about 
104 to 106 amperes and the time to peak current is on the orders of tens of microseconds. 
This creates an extremely strong transient magnetic field in the vicinity of the coil which 
induces eddy currents in any conductive material nearby. 

These currents will generally be opposite in direction to the primary current. So the 
opposed fields in the coil and workpiece set up an electromagnetic repulsion between the 
coil and the workpiece. This electromagnetic force can produce stresses in the workpiece 
that are several times larger than the material flow stress. Ultimately, this can cause the 
workpiece to deform plastically and to be accelerated at velocities exceeding 100 m/s [13]. 
The process of pulsed magnetic forming for metal sheets is shown in Figure 4. 

 
Figure 4: Tool and workpiece by pulsed magnetic flat forming 
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The small strain rate achievable on magnesium alloys in cold state is problematical for the 
application of the process for the pulsed magnetic flat forming. However, it is known from 
sheet metal forming that magnesium alloys can be deformed at temperatures of approxi-
mate 250°C to 300°C to sufficient strain rates [5]. 

A suitable solution for pre-heating the workpiece is to use inductive heating (IH), be-
cause the physical principles of both processes, inductive heating and pulsed magnetic 
forming, are close to each other. A combination of both processes was described for the 
first time in a patent from 1962, but it is unknown if it ever has been realised or investi-
gated in an scientific way [14]. 

3.2 Former Investigations in Pulsed Magnetic Hot Forming of Magnesium 
Alloys 

In the former USSR, basic investigations were done to form sheet metals and profiles with 
pulsed magnetic forming at high temperatures. The workpieces were previously heated up 
in an oven. This was tested at alloys of copper, steel, and magnesium. Especially for the 
investigated magnesium alloys, the results demonstrated a clearly increase of the form-
ability at temperatures of 200°C to 250°C [15,16]. 
Other systematical experiments were carried out in Germany at the Technical University 
of Berlin. In this case, a tool which combines the processes of pulsed magnetic forming 
and inductive heating for thermally-supported-joining of magensium profiles was devel-
oped [17]. 

The investigations on thermally-supported-joining were carried out at a tube-core-
joint. Here, a tube consisting of the technically relevant magnesium alloy AZ31 was com-
pressed to an aluminium-core by using the combined compression-coil. The results of the 
investigations for pulsed magnetic hot joining showed that there is a distinctive potential 
for forming of magnesium alloys. 

Joining by forming became possible for this material through pulsed magnetic hot 
forming. Those investigations proved that magnesium can be used in future lightweight 
designs not only in casted parts, but also in formed components like compressed tube-
profiles [17]. 

4 Tool Principle and Developments 

To utilise the potentials of the pulsed magnetic hot flat forming to turn magnesium sheets, 
it was necessary to develop an adequate tool which integrates the process of pulsed 
magnetic forming on the one hand and the inductive heating on the other hand. 

4.1 Basic Reflections 

The main problem was posed by the design layout of such a tool. Usually, coils used for 
both processes have to live up to completely different requirements in electro-technical, 
thermal, and mechanical terms. While in the case of a coil for pulsed magnetic forming, 
the mechanical stability is more important than its thermal stability. However, a coil for 
inductive heating has to be strongly cooled and is subject to only small mechanical 
strain [18]. 
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Moreover, the requirements on both coils concerning the number of turns are very differ-
ent to each other and can be changed only in narrow limits. For that reason it is not possi-
ble to use only one coil for the application of the two processes. 

For the combination of both processes, it was necessary to develop a tool in which 
two separate coils focus on the same area of the workpiece. To realise this demand, it 
was inevitable to integrate a field former in the tool. Field formers are often used in pulsed 
magnetic forming, especially for compression. But also simply for the flat forming they 
have a lot of advantages: 

• reduction of the process forces on the PMF-coil, 

• possibility to integrate cooling channels in the field former, 

• low-cost replacement, 

• low-wear tool surface, and 

• possibility to adjust the distribution of the magnetic pressure by changing the field 
former geometry. 

Above all, the last reason to use field formers is the most important for the process of 
pulsed magnetic flat forming. That is why, because in the center of a directly working 
PMF-coil there is no magnetic pressure at all. A radial vectored force acts on each volume 
element of the workpiece and the coil if the orientation of the current density in the work-
piece and the magnetic field between workpiece and coil are both at the same time, verti-
cal and in parallel levels to each other. There are no conditions like this in the center of 
the coil. 

4.2 Realisation of the tool conception 

Figure 5 shows the princile of the combination of both processes “inductive heating” and 
“pulsed magnbetic flat forming”. 

 
Figure 5: Principle of process combination IH and PMF 

In this case, the coil for IH is situated at the inside of the field former, while the PMF-coil is 
placed at the outer circumferene of the field former, Figure 6. Both processes act on the 
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same area of the workpiece without changing the tool or movement. The coil for inductive 
heating and the field former are water-cooled, thus contributing to the cooling of the PMF-
coil. The most important reason for using a cylindical PMF-coil instead of a spiral one is 
the enhanced possibility to integrate the amouring to increase the mechanical strength of 
this coil. 

 
Figure 6: Design of the combined tool 

This so-called combined coil was manufactured at the IWF and has already been suc-
cessfully tested. The working area has a diameter of 96 mm. The IH-coil is fitted with five 
windings and the coil for pulsed magnetic forming has eight windings and an inner diame-
ter of 110 mm. 
Both coils are connected to the induction heating device and the magnetic forming ma-
chine via appropriate switches, which provide that the coil of the non-active process is 
electrically separated from its device. Figure 7 shows the experimental setup for the ther-
mally supported pulsed magnetic flat forming. 

 
Figure 7: Experimental setup with combined coil and peripheral equipment 

The investigations were carried out on magnesium sheets AZ31 with the measurements 
of 100 mm x 100 mm and a thickness of 1,0 mm. The first investigations were focused on 
the influence of the work area geometry of the field former on the temperature spreading 
in the workpiece during the heating process. Another object of investigation could be 
found in the connection of the field former geometry and the absolute and relative mag-
netic pressure within reach. 
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5 Results 

In order to ascertain the possible temperature and the magnetic pressure, the investiga-
tions were carried out with two different field former geometries. They are called the 
1Hole-Field former and the 5Hole-Field former, Figure 8. 

 
Figure 8: Used field former geometries 

5.1 Results for the process of the inductive heating 

For the two different geometries, there are different temperature maximums after a heat-
ing time of 20 s, Figure 9. There are differences up to 200°C. 

 
Figure 9: Maximum and spreading of the heating temperature after 20 s heating 

So it is possible to carry out the process in a more efficient way by varying the geometry 
of the working area which is close to the workpiece. A first investigation shows that the 
number and the spot of the holes on the working area have a big influence on the effi-
ciency of the process of inductive heating. 

5.2 Results for the magnetic pressure within reach 

For the magnetic pressure within reach, and thus for the maximum forming force, there 
also exists a connection between the number and the spot of the holes on the working 
area and the magnetic pressure. In the margin of the holes there are always the maxi-
mums of the magnetic pressure, Figure 10 and 11. 
The measurings were done in two directions on the field former working area. The first 
measuring direction, the so-called “direction A”, was from the outer margin of the working 
area (-48 mm) along the field former slit to the center of the field former (0 mm) and be-
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yond. Vertical to this orientation, the relative magnetic pressure in “direction B” was 
measured. Because of the symmetry of the working area in this direction it was only nec-
essary to measure the pressure from the margin of the field former to the center of it, Fig-
ure 11. 

It is evident that the maximums of the magnetic pressure are situated in both cases 
at the margin of the holes which are turned away from the slit. The reason for this can be 
found in high magnetic flow density at this point. At this point, the magnetic field is espe-
cially high, because the lines of electric flux get out of the small holes in the working area 
of the field former. There, they have to change their directions in a rectangular way, be-
cause the magnesium sheet acts like a shield. So a very high magnetic field between the 
workpiece and the field former working area gets a vertical orientation to the current den-
sity in the workpiece within a short way. This causes a maximum radial vectored force in 
this point. 
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Figure 10: Relative magnetic pressure in dependence on the working area geometry, 
Measuring direction A 
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Figure 11: Relative magnetic pressure in dependence on the working area geometry, 
Measuring direction B 

Further object of investigation was the finding of the absolute magnetic pressure in de-
pendence on the load energy at one point on the working area of the field former. This 
point could be found during the measuring of the relative magnetic pressure. To compare 
the values of the 1Hole-Field former and the 5Hole-Field former, it was necessary to 
measure the absolute magnetic pressure at the point of the relative maximum. Figure 12 
shows that the absolute magnetic pressure increases almost linear to the increase of the 
used load energy. 
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Figure 12: Absolute magnetic pressure in dependence on the load energy, measuring 
point is the point of the maximum pressure within reach 

For both field formers the absolute magnetic pressure is almost identical by using the 
same load energy. This is important for future investigations. So it will be possible to gen-
erate an even spreading of magnetic pressure all over the working area of the field former 
by arranging the holes in the working area in a certain kind of way. 

References 

[1] Friedrich, H.-E.: Leichtbau und Werkstoffinnovationen im Fahrzeugbau. Automo-
biltechnische Zeitschrift - ATZ 2002, B. 104, H. 3, pp. 258 – 266. 

[2] AUDI AG, 2004. 
[3] Jaguar Ltd., Bromswick, U.K., 2004. 
[4] Salzgitter Magnesium-Technologie GmbH, 2004. 
[5] Dröder K. G.: Untersuchungen zum Umformen von Feinblechen aus Magnesium-

knetlegierungen. Dissertation Universität Hannover 1999. 
[6] Winkler, P.-J.; Kellerer, H.: Metallische Leichtbau-Werkstoffe für die Verkehrstechnik 

- Stand und Perspektiven Tagungsband zum Symposium Materialforschung - Neue 
Werkstoffe, 02.-04. November 1994. 

[7] Fraunhofer Institut Werkstoffmechanik, Magnesium - Leichtbauwerkstoff im Auto-
mobilbau, Jahresbericht 1999. 

[8] Neue Züricher Zeitung - Forschung und Technik, Nr. 87, 12.04.2000. 
[9] Salzgitter AG, 2003. 



 1st International Conference on High Speed Forming – 2004 

241 
 

 

[10] Mertz, A.: Karosserie-Strukturen aus Strangpressprofilen und Mg-Druckguss Ta-
gungsband zum Seminar “Fortschritte mit Magnesium im Automobilbau“. Bad Nau-
heim, 11./12.02.1999. 

[11] Wilkinson, R. G.; Winter, D. B.: Deep Drawing and Pressing of Magnesium Alloy 
Sheet, Sheet Metal Industries, 15 (1941) 8, pp. 1039 – 1042. 

[12] Bach, F.-W.; Kuhlmeyer, A.; Rossberg, A.; Schäperkötter, M.; Schaper, M.; We-
ber, J.: Moderne Blechwerkstoffe für die Automobilindustrie; ein Vergleich. 10th 
Saxon Conference on Forming Technology SFU 2003 „International Conference on 
Accuracy in Forming Technology”. Fraunhofer Institut Werkzeugmaschinen und Um-
formtechnik (IWU) Chemnitz 2003, Tagungsband. 

[13] Daehn, G. S.: Moderne Blechwerkstoffe für die Automobilindustrie; ein Vergleich. 
10th Saxon Conference on Forming Technology SFU 2003 „International Confer-
ence on Accuracy in Forming Technology”. Fraunhofer Institut Werkzeugmaschinen 
und Umformtechnik (IWU) Chemnitz 2003, Tagungsband. 

[14] Alf, F.: DE 1 157 320: Verfahren zur Verminderung der bei der Metallumformung 
durch Magnetfelder erforderlichen Kräfte. (1962) Deutsche Edelstahlwerke AG. 

[15] Lebedew, G. M.; Wislowa, L. S.; Isarowitsch, G. Z.; Skorobogatow, M. S.; Dmitriew, 
W. S.: Technologische Kenndaten des Biegeumformens und Abkantens beim Mag-
netimpulsstanzen von erwärmten Werkstücken aus Magnesiumlegierungen. Kus-
netscho-Schtampowotschnoe, N4, 1982, pp. 18 – 20. 

[16] Blevj, I. W.; Gorkin, L. D.; Himenko, L. T.: Verformung von Metallen durch Impuls-
magnetfelder mit erwärmten Werkstücken. Kusnetscho-Schtampowotschnoe, N7, 
1984, pp. 6 – 8. 

[17] Uhlmann, E.; Hahn, R.: Pulsed Magnetic Hot Forming of Magnesium Profiles. Pro-
duction Engineering – Research and Development, Vol. 10, Issue 2, WGP e.V., 
Braunschweig 2003, pp. 87 – 90. 

[18] Uhlmann, E.; Hahn, R.: Werkzeuge zur impulsmagnetischen Warmumformung. 
Fachtagung “Elektrische Energiewandlungssysteme”, 13. bis 14. März 2002, Otto-
von-Guericke-Universität Magdeburg, pp. 277 – 282. 



 1st International Conference on High Speed Forming – 2004 
 

242 
 

 



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /PageByPage
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails true
  /EmbedAllFonts true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize false
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveEPSInfo true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (None)
  /PDFXOutputCondition ()
  /PDFXRegistryName (http://www.color.org)
  /PDFXTrapped /Unknown

  /Description <<
    /ENU (Use these settings to create PDF documents with higher image resolution for high quality pre-press printing. The PDF documents can be opened with Acrobat and Reader 5.0 and later. These settings require font embedding.)
    /JPN <FEFF3053306e8a2d5b9a306f30019ad889e350cf5ea6753b50cf3092542b308030d730ea30d730ec30b9537052377528306e00200050004400460020658766f830924f5c62103059308b3068304d306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103057305f00200050004400460020658766f8306f0020004100630072006f0062006100740020304a30883073002000520065006100640065007200200035002e003000204ee5964d30678868793a3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /FRA <>
    /PTB <>
    /DAN <>
    /NLD <>
    /ESP <>
    /SUO <>
    /ITA <>
    /NOR <>
    /SVE <>
    /DEU <>
  >>
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


