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Abstract  

Metal-organic frameworks (MOFs) are showing various structure flexibility in response 

to external stimuli  (e.g., pressures and temperatures). Their  responsiveness can be 

manipulated by the substitution of the functional groups at the organic linker of the 

frameworks. Some MOFs are recently reported to be able to melt and form glasses, 

and their melting behavior is also related to functionalizing the linkers. Thus, the 

mechanisms of controlli ng responsiveness and melting behaviors of MOFs by linker 

functionali zation (using benzo and cyano groups) have been studied in th is work. 

The high-pressure behavior of a series of Zeolitic Imidazolate Frameworks (ZIFs) of 

ZIF -62 (M(im) 2-x(bim) x, M = Zn 2+ /Co 2+ , im  ̀= imidazolate, bim  ̀= benzimidazolate, 

0.02 ¢ x ¢ 0.37) has been studied through in situ high-pressure powder X-ray 

diffraction . The ZIF-62 derivatives are observed to contract reversibly from an open 

pore (op) to a closed pore (cp) phase under hydrostatic mechanical pressure. 

Importantly, the  observed op-to-cp phase transition switches from the typical first 

order (discontinuous) to second order (continuous) with increasing the bim  ̀ fraction 

(to 17.5%). Rietveld refinements revealed that the second order transition is achieved 

by a continuous linker rotation . The mechanism that the void volume and the pore 

size of the material can be tuned continuously by adjusting the pressure was 

demonstrated. 

To investigate th e melting mechanism, a series of derivates of ZIF -4 (Zn(im) 2) 

containing various amounts of cyano-functionalized imidazolate linkers was 

synthesized. The incorporation of electron-withdrawing cyano groups results in a 

drastic decrease in the melting temperatures. Density function theory (DFT) 

calculations revealed that the cyano groups weaken the dissociation of Zn Ǹ bonds in 

the melting process. Remarkably, a particular liquid -liquid transition (LLT) of 

prototypical ZIF -4 remains in all cyano derivatives. The kinetic fragility  of ZIF liquids 

has been demonstrated to be correlated with t heir  micropore volume. 

Overall, t his work provides a guideline for controll ing the mechanical responsiveness 

and melting behavior of MOFs by linker functionalization. The mechanically tunable 

MOFs open new possibilities for their application in pressure-switchable devices, 

membranes, and actuators. The porous glasses produced through controllable melting 

can further facilitate  the manufacture of functionalized MOF glasses. 





 

 

Kurzfassung  

Einige Exemplare Metallorganischer Gerüstverbindungen (engl. Metal-Organic 

Frameworks, MOFs) zeigen eine beachtliche strukturelle Flexibilität als Reaktion auf 

externe Stimuli (z.B. Druck und Temperatur). Ihre responsives Verhalten kann dabei 

durch Substitution  funktioneller Gruppen an der organischen Baueinheit (Linker) des 

Netzwerkrückgrates gesteuert werden. Kürzlich wurde berichtet, dass einige MOFs in 

der Lage sind, zu schmelzen und Gläser zu bilden und dass ihr Schmelzverhalten mit 

der Funktionalisi erung der Linker in Zusammenhang steht. Darauf aufbauend wurden 

in dieser Arbeit die Mechanismen untersucht, welche die Responsivität und das 

Schmelzverhalten von MOFs infolge der Linkerfunktionalisierung (mit Benzo- und 

Cyanogruppen) steuern.  

Das Hochdruckverhalten einer Reihe von Zeolithische Imidazolat-Gerüste (ZIFs) aus 

ZIF -62 (M(im) 2-x(bim) x, M = Zn 2+ /Co 2+ , im  ̀ = imidazolat, bim  ̀ = benzimidazolat, 

0.02 ¢ x ¢ 0.37) wurde durch in-situ-Hochdruck-Pulverröntgenbeugung untersucht. Es 

wurde beobachtet, dass sich die ZIF-62-Derivate unter hydrostatischem Druck 

reversibel von einer offenporigen (op) zu einer geschlossenporigen (cp) Phase 

umwandeln. Besonders ist hier, dass sich mit zunehmendem bim̀ -Anteil  (auf 17,5%) 

der beobachtete Phasenübergang von op zu cp von erster Ordnung (diskontinuierlich) 

zu zweiter Ordnung (kontinuierlich) wechselt. Rietveld -Verfeinerungen zeigten, dass 

der Übergang zweiter Ordnung durch eine kontinuierliche Rotation Linker -

Baueinheiten erreicht wird. Wie gezeigt, kann dadurch das Porenvolumen und die 

Porengröße des Materials durch Anpassung des Drucks kontinuierlich eingestellt 

werden. 

Um ihren Schmelzmechanismus zu untersuchen, wurde eine Reihe von Derivaten von 

ZIF -4 (Zn(im) 2) synthetisiert, die sich hinsichtlich ihres Inhalts an Cyano -

funktionalisierten Imidazolat -Linkern unterscheiden. Durch den Einbau von 

elektronenziehenden Cyanogruppen kommt es zu einer drastischen Reduzierung der 

Schmelztemperaturen. Dichtefunktionaltheorie-Berechnungen (DFT) ergaben, dass 

dies daraus resultiert, dass die Cyanogruppen die Zn-N-Bindung schwächen und somit 

deren Dissoziation während des Schmelzvorgangs erleichtern. Bemerkenswerterweise 

bleibt der besondere Flüssig-Flüssig-Phasenübergang (LLT) des prototypischen ZIF-4 



 

 

in allen Cyano-Derivaten erhalten. Außerdem ergibt sich eine Korrelation zwischen der 

kinetischen Zerbrechlichkeit von ZIF-Flüssigkeiten mit ihrem Mikroporenvolumen.  

Insgesamt zeigt diese Arbeit einen Leitfaden für die Kontrolle des mechanischen 

Ansprechvermögen und des Schmelzverhaltens von MOFs durch 

Linkerfunktionalisierung. Solch mechanisch steuerbare MOFs eröffnen neue 

Möglichkeiten für ihre Anwendung in druckschaltbaren Geräten, Membranen und 

Aktuatoren. Außerdem schafft Kon trolle über ihr Schmelzverhalten Zugang zu 

weiteren, neuen funktionalisierten MOF-Gläsern. 
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1 General Introduction  

1.1  Metal -Organic Frameworks  

According to the hierarchical nomenclature from the International Union of Pure and 

Applied Chemistry (IUPAC), Metal -Organic frameworks (MOFs) are considered to be 

coordination networks (CNs) with organic ligands containing potential voids. [1] The 

concept of MOFs was first introduced by Omar Yaghi in 1994 at the Material Research 

Society Meeting[2] and has become more and more popular because of their porosity, 

flexibility and designability.[3 6̀] MOFs are conveniently constructed by modular 

chemical units, i.e., the inorganic building units ranging from mononuclear metal ions 

to complex metal-(oxo)-clusters, and the organic building units composed of multitopic 

ligands (also called linkers) typically containing oxygen or nitrogen donor groups (e.g., 

multidentate carboxylates, imidazolates, etc.). The inorganic building units are usually 

serving as nodes and the organic building units are usually linkers. The inorganic nodes 

are interconnected by organic linkers to form a porous coordination network (Figure 

1.1). Thanks to the inorganic and organic syntheses, many different nodes and linkers 

are available for designing diverse MOFs.[7,8] Over the last two decades, several 

subfamilies of MOFs have been designed, such as Isoreticular Metal-Organic 

Frameworks (IRMOFs) and Zeolitic Imidazolate Frameworks (ZIFs) . Other 

compounds, for example MIL -53 (MIL = Materials of Institute Lavoisier) [9 1̀2], 

DUT -60 (Dresden University of Technology) [13̀ 15], HKUST -1 (Hong-Kong University 

of Science and Technology) [16,17], NU-100 (Northwest University) [18̀ 20] have also been 

synthesized. As of January 2020, a staggering number of 99ˀ075 MOFs has been 

included in the MOF subset of the Cambridge Structural Database (CSD, 2020.0 

release).[21] 
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Figure 1.1: Scheme of a MOF constructed from inorganic nodes (metal ions, metal-oxo 

cluster, etc.) and organic linkers (multidentate carboxylates, imidazolates, etc.).  

 

The design and synthesis of new MOFs are further instructed by the scope of reticular 

chemistry, which was proposed by O. Yaghi, M. OˏKeeffe and their co-workers in 

2003.[4,22] This conception depicts the chemistry of linking molecular building units by 

strong bonds to synthesize crystalline frameworks with open pores. It allows to obtain 

MOFs with  particular  topologies using specific nodes and/or linker s. The nodes are 

linked by the linkers on their coordinating sites. The geometry of the linker, especially 

its coordinating sites dictates the topology of the frameworks. In terms of their 

coordinating sites, the shape of the building units can be abstracted into so-called 

secondary building units (SBUs). The interpretation of SBUs of a series of building 

units is illustrated in Figure 1.2. With the help of SBUs, the network topologies can 

be easily identified and the frameworks with desired topologies can be freely designed 

by selecting suitable SBUs. 

 

Metal -Organic Frameworks (MOFs)inorganic node

metal ions 

(Zn2+, Al3+, Cu2+, Co2+, etc.)

metal-oxo cluster

...

e.g. carboxylates,

imidazolates,

pyrazole

é

organic linker
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Figure 1.2: Common secondary building units of inorganic nodes and organic linkers of 

MOFs. Reprinted with permission from Springer Nature, copyright 2003. [4] 

 

1.1.1  Isoreticular Metal -Organic Frameworks  

The concept of iso-reticular chemistry facilitated the syntheses of MOF series 

possessing identical topology.[23] A series of topologically identical MOFs has been 

achieved by utilizing the strategy that included isoreticula ting metal ions and organic 

dicarboxylates.[12,14,18,24̀26] This is particularly exempl ified by MOF -5, one of the most 

investigated MOFs.[3,27,28] MOF-5 uses octahedral Zn4O(CO2)6 clusters as nodes, which 

are connected by the 1,4-benzenedicarboxylate (bdc2-) linkers. MOF -5 exhibits a 

primitive cubic ( pcu ) topol ogy, showing a typical scaffold-like framework, whose 

representative structure can be viewed in Figure 1.3. Guest-free MOF-5 has a free 

volume of about 79.2% (calculated using the program cerius2, version 4.2),[23] which 

gives it a low density of only about 0.59 g  cm-3. Even though, MOF-5 is generally 

considered to be stable in terms of external stimuli, which does not change its volume 

inorganic nodes organic linkersSBUs SBUs
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over 4% upon removing/exchanging guest molecules,[29] offering a suitable platform to 

further modify the structure.  

 

 

Figure 1.3: The scheme of MOF-5 with the SBU of octahedral Zn 4O(CO2)6 clusters and 

the bdc2- linker. 

 

The prototypical MOF -5 is also called IRMOF-1, which has already been expanded to 

a series of isoreticular metal-organic frameworks (IRMOF-n, n is a chronological 

number) by linker functionalization. [23] For example, IRMOF -2, IRMOF -3 and 

IRMOF -6 are respectively using bromo, amino and cyclobutyl substituted 1,4-

benzenedicarboxylate (bdc2-) as linkers, IRMOF -8 is using a polycyclic aromatic 

hydrocarbon linker to prevent the interpenetration (i.e., the intergrowth of two or 

more frameworks in one structure without a chemical linking, which eliminates the 

porosity) [4], and more substituting linkers are shown in Figure 1.4. Different linkers 

bring unique features to the frameworks,[30̀ 32] thus the physical and chemical features 

bdc2-

Zn4O(CO2)6

MOF-5

Zn4O(bdc)3
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of MOFs (e.g., pore volume, pore diameter, surface area, polarity) can be easily 

adjusted by linker functionalization. 

 

 

Figure 1.4: Representation of IRMOF-n with possible linker substituents.  

 

Based on the porosity and flexibility , combined with its designability, MOFs are 

promising in applications ranging from energy technologies of gas separation[33̀ 35] and 

storage[36̀ 43], particular fuel cells [38,40̀ 44], and catalysis[45,46] to information technologies 

such as sensors[47̀ 51], energy technologies[47,52̀ 56][57,58], and even biotechnologies like 

molecular encapsulation or drug delivery[59̀ 71]. Besides synthesizing new MOFs, the 

frontier of MOF studies now has been expanded to further functionalize the existing 

MOFs and try to break through previous high-technology applications.[4,55̀ 58,60,72̀ 77] 

1.2  Zeolitic Imidazolate Frameworks  

Zeolitic imidazolate frameworks (ZIFs) are an important subfamily of MOFs, which 

provides more than 250[78̀ 83] out of nearly a hundred thousand MOF structures. ZIFs 

particularly adopt the imidazolate -type (Xim -)  linkers to bridge the metal nodes of 

divalent cations M2+  (e.g., Mg2+ , Mn 2+ , Fe2+ , Co2+ , Zn2+ , Cd2+).[84̀ 88] Each M2+  ion 

is tetrahedrally coordinated by four Xim - linkers to form an MN 4 tetrahedron, which 

IRMOF-n

bdc2-

tpdc2-

2-Br-bdc2-

2-NH2-bdc2-

cyclobutyl-bdc2-

2,6-ndc2-

pdc2-

IRMOF-1 (MOF-5)

IRMOF-2

IRMOF-3

IRMOF-6

IRMOF-8

IRMOF-16

IRMOF-14
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is the SBU of ZI Fs. The SBUs are interconnected by the Xim- linkers to form a 3D 

network. The network  can possess a variety of  topologies, depending on the orientation 

of the SBUs. Every two SBUs connected through one Xim- linker forms a basic 

building block of ZIFs ( Figure 1.5b). The bond angles of M-im-M (ca. 144°) and N-

M-N (ca. 109.5°) in the ZIF building block are similar to tha t of Si -O-Si (ca. 140° - 

160°) and O-Si-O (ca. 109.5°) in mineral silicates/zeolites (Figure 1.5a).[89̀ 94] Due to 

this geometrical similarity, many ZIFs exhibit the topologies of zeolite minerals. The 

common topologies adopted from zeolites are sod (ZIF -8, ZIF -67, ZIF-7, ZIF -65, ZIF-

90), rho (ZIF -11, ZIF-12, ZIF-71) and gis (ZIF -6, ZIF-74, ZIF-75) as shown in Figure 

1.7.[59,65,71] 

 

 

Figure 1.5: Representative scheme showing the similarities of bond angles and building 

block geometry between zeolites/silicates (a) and ZIFs (b). 

 

1.2.1  Beyond Zeolitic Topologies  

However, the ZIFs are not linearly expanding as for the example of IRMOFs. ZIFs 

usually form an inter weaved network rather than scaffold-like structures, because the 

M-N-M angles bridging ZIF building blocks  are not straight. ZIF topology will change 

significantly if the imidazolate ring rotate around the M -N bonds. The orientation  of 

the imidazolate ring is restricted by the steric effect from the neighboring groups. The 

steric effect of neighboring linkers can be modified by substituting functional groups 

on the imidazolate rings. Therefore, the orientation of imidazolate linkers can be 

arranged through the linker functionalization. In other words, the topology of ZIFs 

Building blocks of

silicates and zeolites

Building blocks of

zeolitic imidazolate frameworks (ZIFs)

OSi Si M M

im

MïimïM angle ~ 144°
NïMïN angle ~ 109.5°

SiïOïSi angle ~ 140° - 160°
OïSiïO angle ~ 109.5°

N N

(a) (b)
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can be conveniently manipulated by the linker functionalization, [79] so that large 

structural diversity can be achieved. 

 

 

Figure 1.6: Representation of the crystal structure of ZIF -4 (left) and the corresponding 

cag topology (middle). Unit cells are shown as thin black lines. The inorganic building unit 

of ZnN4 tetrahedron of ZIF -4 (right).  

 

ZIF -4 is a prototypical ZIF using only the ba sic imidazolate (im )̀ as linkers, with the 

chemical composition M(im)2 (with M 2+  = Zn 2+ [92,95], Co2+ [96]).[97] The uninodal 

network feathers the cag topology (known from the mineral CaGa 2O4, vertex symbol 

4.62.6.6.6.6), where the metal nodes are tetrahedrally coordinated by the im  ̀linkers 

to form the inorganic building unit of the MN4 tetrahedron (Figure 1.6). The simple 

construction principle of ZIF -4 (using only single metal ions and the basic im  ̀linkers) 

allow more predominance of responsive phase behavior. ZIF-4 exhibits the reversible 

transitioning from an open pore ( op) form to a closed pore (cp) form either upon 

mechanical compression[98,99] or by cooling the material to cryogenic temperatures [97]. 

ZIF -4 is also the first MOF to be demonstrated to melt and form a glass after 

vitrification , upon heating before decomposition.[100,101] 

As expected, more and more topologies, which were not observed in natural zeolites 

have been realized in ZIF s, through adopting functionalized imidazolate linkers. The 

novel topologies include the important cag topology (obeyed by ZIF-4, ZIF -62, 

TIF -4) [92,96], which validates the particular phase transition [97,98,102] and the unique 

ZIF-4 cag topology

inorganic

building unit
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thermal behavior[100,103]. The other topologies including their  representative ZIF 

structures (e.g., zni  (ZIF -zni, ZIF -61, etc.)[94,104] and moz  (ZIF -100)[105]) are shown in 

Figure 1.7. Worth to mention that t he substituents will not only change the steric 

bulk, but also affect the mechanical property and thermal behavior of the framework. 

 

 

Figure 1.7: Representative ZIFs containing porous spaces (in yellow) are catalogued by 

their topologies (showing in schemes of nets and tiles, indicated by three-letter 

symbols).[78,89] Reprinted with permission from AAAS [89] and ACS publications[78]. 
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2 Motivation and Aims  

Up to now, nearly hundreds of thousands of MOF structures have been synthesized 

based on the modular construction principle.  As a class of new materials, MOFs are 

well-known for their  porosity, flexibility  and designability. These properties render 

MOFs potential candidates for applications in various fields, such as gas storage, 

separations, chemical sensing, controlled drug release or as shock absorbers. 

MOFsˏ designability is owing to the structural diversity of inorganic and organic 

building unit s. To design new MOFs, one way is diversifying the organic linkers by 

implementing functional groups. For example, a series of ZIF-62 has been derived from 

the prototypical  ZIF -4 with incorporating various amounts of benzimidazolate 

functionalization . The balance of enthalpy and entropy in the framework will be 

affected through functionalizing the organic linkers,  which will influence the flexibility  

of the MOFs. 

Flexible MOFs exhibit responsive phase behaviors under external stimuli (e.g., 

pressures and temperatures). Previous results have shown that ZIF -4 undergoes a 

phase transition from an open pore (op) to a closed pore (cp) phase in response to the 

stimuli of pressure and temperature. The op-to-cp phase transition of ZIF -4 is fir st 

order and showing an abrupt jump in the volume change, which makes it challenging 

to fine-tune the related properties. Besides that, due to the strong M-im-M bonds and 

consequently high thermal stability,  ZIF -4 was recently reported to be able to melt 

and form glasses before decomposition. However, the material first recrystallizes to a 

denser ZIF -zni (ZIF structure with zni topology) phase and the subsequential melting 

temperature is too high and close to the decomposition temperature, which is not 

beneficial for the glass manufacture.  

Functionalizing the linkers  in the framework offers the advantage to tune the 

responsive behaviors of MOFs. However, the mechanism to precisely control MOFsˏ 

responsive behaviors by linker functionalization  is yet to be established. 
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As featuring the single metal node (Zn2+  or Co2+) and basic imidazolate (im-) linkers, 

ZIF -4 is adopted as the platform for further functionalization  in this work.  

Part I  ̓Mechanically Responsive ZIF -62 

ZIF -4 initially  shows the first order  op-to-cp phase transition. In order to enhance the 

framework from pore collapse, bulky benzimidazolate (bim-) linker are incorporated 

as secondary linkers. ZIF -62 [M(im) 2 x̀(bim) x] is a series of derivates of ZIF-4 with a 

certain concentration of bim- substituents. The phase behavior of ZIF-62 will be in 

situ monitored upon pressurizing or under cryogenic conditions through powder X -ray 

diffraction  with synchrotron radiation . Considering the steric effect from the bim- 

substituents, the following question has to be addressed: How will the op-to-cp phase 

transition and associated properties be modified by the concentration of bim- linkers? 

  

Part II  ̓Cyano -functionalized  ZIF -4 Glasses  

The cyano groups exhibit an electron-withdrawing effect from the attached moieties, 

which can delocalize the charges and weaken the associated bonds. Through 

functionalizing with either 4 -cyanoimidazolate (CNim-) or 4,5-dicyanoimidazolate  

(dCNim-), a series of ZIF-4-CNx/dCN x samples will be synthesized. The melting 

temperatures of ZIF-4 are expected to be much lower, due to the weakening of Zn-N 

bonds. Prototypical ZIF -4 exhibits the particular liquid -liquid transition (LLT) , which 

shows an exothermic framework collapse to a low density liquid phase and a 

subsequent transition to a high density liquid phase. The LLT is of great interesting 

to understand the physicochemical parameters and the thermodynamics of the 

framework collapse. However, this LLT disappears for the benzannulated ZIFs with a 

small amount of bim- functionalization (e.g., x ² 0.05 for ZIF-62(Zn)-bimx). The size 

of cyano groups is not as bulky as bim- and they are exhibiting the electron-

withdrawing effect. These attributes naturally raise up the curiosity , how the melting 

behavior of ZIF-4 will be modulated by the cyano functionalization? 
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In the following chapters, tuning the responsive phase transition  of ZIF -62 and 

modulating the melting behavior of cyano-functionalized ZIF-4 by linker 

functionalization  of bim- or CNim-/dCNim - will be investigated and presented in Part 

I and Part II, respectively.  
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Part I  

Tunning the High -Pressure 

Response of  ZIF -62 
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Abstract  

The high-pressure behavior of flexible zeolitic imidazolate frameworks (ZIFs)  of the 

ZIF -62 family with the chemical composition M(im) 2-x(bim) x is presented (M2+  = Zn 2+ , 

Co2+ ; im  ̀ = imidazolate; bim  ̀ = benzimidazolate, 0.02 Ò x Ò 0.37). High-pressure 

powder X-ray diffraction shows that the materials reversibly contract from an open 

pore (op) to a closed pore (cp) phase under a hydrostatic pressure of up to 4000 bar. 

Sequentially increasing the bim  ̀ fraction ( x) reinforces the framework, leading to an 

increased threshold pressure for the op-to-cp phase transition, while the total volume 

contraction across the transition decreases. Most importantly, the typical 

discontinuous op-to-cp transition (first order) changes to an unusual con tinuous 

transition (second order) for x Ó 0.35. This allows finetuning the void volume and the 

pore size of the material continuously by adjusting the pressure, opening new 

possibilities for MOF -based pressure-switchable devices, membranes, and actuators. 
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3 Phase Change Materials  (PCMs)  

Phase transitions in solid materials are of fundamental importance for a number of 

applications across engineering, chemistry, physics and data storage.[106̀ 111] Phase 

change materials (PCMs) can switch reversibly between different phases with distinct 

physical properties (e.g., an amorphous and one or more crystalline phases) depending 

on their environments. A better understanding of the structural responses to the 

environmental stimuli is of paramount importance to understanding the responsive 

mechanism of PCMs. These responsive materials, which drastically change their 

chemical or physical properties under external stimuli, are significant for developing 

novel energy-efficient technologies.[7 9̀] 

 

3.1  Phase Change MOFs  

Due to the combination of the relatively weak ligand -to-metal coordination bonds (at 

least compared to the strong covalent bonding) and various modes of stabilizing 

dispersion and dipolar interactions between the organic building units, a number of 

MOFs show flexibil ities through reversible first order phase transitions between two 

distinct states of essentially different porosity and density  in response to various 

stimuli. [30,112̀ 114] The most prominent stimuli are the ad -/desorption of guest molecules 

or changes in temperature.[76,112,115̀118] One of the best studied examples is the extreme 

transition of the carboxylate -based MOF MIL -53 (MIL = Materials of Institute 

Lavoisier, M(OH)(bdc); M 3+  = Al 3+ , Cr 3+ , Fe3+ , Ga3+ ; 

bdc2  ̀=  1,4-benzenedicarboxylate).[12,119,120] MIL -53 (with M 3+  = Al 3+ , Cr 3+) features 

an expanded large pore (lp ) form when guest-free and at room temperature. 

Adsorption of water causes a drastic contraction to a narrow pore ( np ) form featuring 

only about 40% of the unit cell volume of the original lp  form (Figure 3.1).[119] This 



3 Phase Change Materials (PCMs) 

18 

 

phase transition of MIL -53 was coined ˎbreathingˏ and can also be triggered by cooling 

to cryogenic temperatures.[121] A large body of previous work also demonstrated that 

the responsive properties of flexible MOFs could be adjusted by exchanging or tuning 

the corresponding inorganic or organic building units of the materials. [76,115,116,118,122] 

For example, the alkoxy functionalized DMOFs exhibit the negative thermal 

expansion.[118] By exchanging metal ions or functionalizing the organic linker, [118] the 

materialsˏ responsiveness can be adjusted for a particular application (e.g., micro 

sensors or switches).[24,31,76,115,116,123] Such remarkable structural flexibility and 

adjustability opens the door for new and functional properties, which can be exploited 

in applications ranging from gas capture[36,37] and separation[33,34] to fuel cells[116], 

supercapacitors and catalysis[45,46]. 

 

 

Figure 3.1: Wine-rack structure of MIL -53(Al) showing the transition between large pore 

(lp , left side) and narrow pore ( np , right side) through ad -/desorption of water at ambient 

temperature and pressure. Gray octahedra: AlO4(OH) 2; black spheres: carbon; grey spheres: 

oxygen. Figure from reference [119] with permission from John Wiley and Sons. 

 

Besides their response to gas sorption and temperature, the reaction of flexible MOFs 

to mechanical pressure received more and more attention recently, not only due to its 

relevance for shaping and pelletizing MOFs for applications in catalysis and sorption, 

but also for the exploration of new applications, such as shock absorbers or 

dampers.[98,124̀ 128] Several derivatives of the MIL -47/MIL -53 family (M(X)(bdc); M = 

V4+ , Cr 3+ , Al 3+ ; X = O 2 ,̀ OH ,̀ F ;̀ bdc2  ̀ = 1,4 -benzenedicarboxylate)[12] have been 

demonstrated to undergo a first order phase transition from a large pore ( lp ) to a 

narrow pore (np ) phase under mechanical pressure.[124,125,127,129] Due to the wine-rack-
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like structure of these materials, the lp -to-np  transition is highly anisotropic, involving 

a strong framework compression in one direction, which is geometrically coupled to an 

expansion in the perpendicular direction. A strongly related structural behavior has 

also been demonstrated in pillared-layered MOFs of the type M 2(fu-bdc)2(dabco) 

(M  =  Zn2+ , Cu2+ ; fu-bdc2  ̀ = dialkoxy -functionalized bdc2 ,̀ 

dabco =  1,4-diazabicyclo[2.2.2]octane), which possesses a similar wine-rack-like 

structure. [25,115,130̀132] For MIL -47/MIL -53 materials as well as the pillared-layered 

MOFs, it was shown that the nature of the metal ion as well as the functionalization 

of the organic linker , influences the responsive transition of the lp-to-np  transition 

significantly. [125,127,129,131,133,134] 

 

3.2  Responsive ZIFs  

ZIFs (i.e., imidazolate-based MOFs with divalent metal ions ) originally possess a single 

metal node and basic imidazolate (im )̀ linkers. The metal nodes are usually 

interconnected through the im  ̀ linkers with obeying certain topologies.[78] The 

functionalization of ZIFs is mainly focusing on substituting the  im  ̀rings. For example, 

ZIF -7 (Zn(bim) 2) was synthesized with  benzimidazolate (bim )̀ functionalization and 

featuring a sod topology. ZIF -7 shows intriguing phase behaviors through interacting 

with various guest molecules. ZIF -7 will already contract to a narrow pore ( np ) phase 

after activat ing from the solvent of N,N-dimethylformamide (DMF) molecules.[135] The 

large pore (lp ) phase of ZIF-7 can be recovered from the np  phase via re-adsorption 

of guest molecules of N2
[136], CO2 and other gaseous hydrocarbons[137̀ 141]. It is 

noteworthy that the threshold pressures required for the gate-opening of ZIF -7 depend 

heavily on the guest-host molecular interactions.  

Compared to the well -studied responsive behavior of a large number of carboxylate-

based MOFs[11,15,17,19,20,43̀48], the pressure-responsive behavior of ZIFs is so far less 

explored. The vast majority of studies on the mechanical behaviors of ZIFs concentrate 

only on a few critical  ZIF structure types, e.g., ZIF-4[98] and ZIF -8[142] (Figure 3.2). 
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Figure 3.2: Representation of crystal structures (on the left) with corresponding solvent 

accessible volumes (SAVs, shown in dark yellow, on the right side) of ZIF-4 (CSD CODE: 

VEJYUF ) and ZIF -8 (CSD CODE: VELVOY). Color code: zinc, green; nitrogen, blue; 

carbon, grey. H atoms and solvent molecules are not shown for clarity. The SAVs have 

been calculated with the Mercury software using a probe radius of 1.5 Å and a grid spacing 

of 0.2 Å. 

 

3.2.1  ZIF -4 

ZIF -4 (M(im) 2, M = Zn 2+ /Co 2+) is a crystalline porous material with possessing the 

cag network topology[78,92,95,96] (introduced in Section 1.2.1) and crystalliz ing in the 

orthorhombic space group Pbca. Guest-free ZIF-4 has a density of 1.22 cm3/g and 

features an interconnected network of pores with solvent accessible volume (SAV) of 

about 25.9% (see in Figure 3.2).[97] In terms of the complexity of the phase behavior, 

ZIF -4 is likely one of the most exciting ZIFs studied thus far. [99] 

Desolvated ZIF -4(Zn) was first reported to transform from its conventional open pore 

(op) phase to a drastically contracted closed pore (cp) structure when cooled to 

temperatures below 140 K under vacuum.[97] ZIF -4(Zn) retains the cag topology and 

space group symmetry (Pbca) but isotropically contracts almost by about 23%, which  

SAV = 25.9%

ZIF-4, Zn(im)2

SAV = 49.6%

ZIF-8, Zn(mim)2
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is achieved by substantial rotations of the im  ̀linkers (up to 69.3°, C3n ring in Figure 

3.3b) about the Zn Ǹ bonds. The concerted rotation of the im  ̀linkers results in a 3D 

inward folding of the framework, leading to a drastic reduction of the void fraction of 

77%. 

 

 

Figure 3.3: (a) Reversible op-to-cp phase transition of guest-free ZIF-4(Zn) under external 

stimuli. Zn, N and C atoms are shown in yellow, blue, and grey. The void surface is shown 

in green. (b) Overlay of a fraction of the op (in dark color) and cp (in pale color)  crystal 

structures of ZIF-4 prepared by selecting one crystallographically independent im̀ linker as 

a point of reference. Figure adapted from citations  [97] (© 2015 WILEY -VCH Verlag GmbH 

& Co. KGaA, Weinheim) and  [98] (with permission from the Royal Society of Chemistry).  

 

Desolvated ZIF-4(Zn) as well as ZIF-4(Co) were later revealed to undergo a similar 

op-to-cp phase transition under mechanical compression by in situ  high-pressure 

powder X-ray diffraction  (HP-PXRD)  experiments with synchrotron radiation. [98] 

ZIF -4(Zn) requires a threshold pressure of ca. 280 bar to initiate the phase transition, 

while ZIF -4(Co) needs about 500 bar. ZIF-4(Zn) shows a volume reduction of 21% and 

ZIF -4(Co) shows a contraction of 19%. But the found cp phase features additional 

Bragg reflections compared to the established low temperature cp phase, which 

suggests a reduction in symmetry owing to pressurization. The reversibility depends 

on the metal cations: ZIF -4(Zn) requires subsequent heating to transfer back to the 

op phase, whereas ZIF-4(Co) immediately returns to the op phase after decompression. 

For the experiment above, a non-penetrating pressure transmitting medium (PTM) of 

Fluorinert FC -70 was used. Itˏs worth to mention that the influence of using different 

PTMs led to very different conclusions of the pressure induced behavior, e.g., 

amorphization. The measurement using small molecule PTM (volume ration of 

(b)

Stimulus

(a)

op cp
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methanol : ethanol = 4 : 1) shows a  much higher amorphization pressure (1.49  ̀4.54 

GPa).[143] The smaller PTF molecules will penetrate into the frameworks and the 

interaction between guest-host molecules enhanced the framework from getting 

amorphized. In addition, the measurement using Daphne Oil 7474 as a PTF did not 

show the cp phase, which may be attributed to 100 times  faster pressurizing rate.[99] 

As mentioned at the beginning of Section 3.1, t he op-to-cp phase transition is actually 

governed by the delicate balance between enthalpy (e.g., dispersion interaction and 

polarization) and entropy (e.g., vibrational or configurational degrees) to the free 

energy landscape, which can be affected by external stimuli  (e.g., pressure and 

temperature).[114,118,144̀146] The thermodynamic driving force of the op-to-cp phase 

transition is the higher enthalpic stability of the cp phase, which arises from attractive 

dispersion interactions between the molecular building units.[98] The dispersion 

interaction between the organic linkers is the key factor to stabilize the cp 

phases.[147,148] Once the external stimuli are applied (compression or contraction), the 

linkers move closer to each other and the dispersion interactions become stronger. 

Thus, the cp phase is enthalpically more favorable under pressurizing or cooling. At 

higher temperatures or lower pressures, the op phase is stabilized by vibrational 

entropy.[149,150] It is expected that the dispersion interaction will  also be affected by 

the implementation of functio nal groups at the organic building unit of the framework , 

owing to the addition on dispersion interactions between the functional groups and 

the framework backbone.[25,151,152] 

 

3.2.2  ZIF -8 

ZIF -8 [Zn(mim) 2], composed of divalent zinc cations and 2-methyl-imidazolate (mim-) 

linkers, is one of the most extensively investigated ZIFs,[153] and it has also been already 

commercialized because of its exceptionally thermal[154] and chemical[92] stability and 

high porosity [57,68]. ZIF -8 retains the archetypal sodalite (sod) topology (vertex 

symbol: 4.4.6.6.6.6.) and features one type of cage with a diameter of ca. 12.5 Å 

(Figure 3.2).[154] The open sodalite pores are described by six-membered rings (6MRs) 

and four-membered rings (4MRs), resulting in a structure with about 50% SAV . 
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ZIF -8 was previously considered to be relatively rigid due to pressurizing with the 

penetrating PTF s.[77,142,155] The experiment was conducted on a single crystal of ZIF-8 

using a mixture of methanol/ethanol as a  PTM in a diamond anvil cell (DAC). [142] 

ZIF -8 requires a relatively high threshold (about 1.47 GPa) to undergo the transition 

from the ambient p hase (AP ) ( Figure 3.4a) to a high pressure phase (HP ) ( Figure 

3.4b).[142] The structure of the HP  phase though remains the space group of the AP  

phase. The phase transition involves the rotation of the mim - linkers around the 

Zn-mim-Zn axis, where the angle between the planes of the mim- rings and the 

crystallographic planes along the a axis (100 plane) increased from an acute angle (ca. 

30°) to a right  angle (Figure 3.4).[155] Interestingly, the pore aperture increased while 

the re-orientation of the mim - groups, i.e., the effective window size of the 6MRs 

increased from ca. 3.0 Å to ca. 3.6 and the 4MRs from ca. 0.8 Å to ca. 2.2 Å, which is 

because the methanol/ethanol  molecules penetrated into the frameworks and 

interacted with the linkers.  The unit cell volume also expends from 4901 Å3 (ambient 

pressure) to 4975 Å3 (1.47 GPa). However, ZIF-8 is known to be indeed soft later, for 

example it exhibits an extremely low shear modulus.[156] 

 

 

Figure 3.4: Pressure induced phase transition (threshold at 1.47 GPa) from (a) ambient-

pressure (AP) to (b) high -pressure (HP) phases of ZIF-8, noticeable by mim- linker 

reorientation. Gray tetrahedra: ZnN 4; black spheres: carbon or nitrogen atoms; hydrogen 

atoms were omitted for clarity. Figure from [155], Copyright © 2009 WILEY -VCH Verlag 

GmbH & Co. KGaA, Weinheim.  
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4 Tun ing the  Structure  and Property of ZIF -62 

by  Linker Functionalization  

4.1  Objectives  

There are two fundamental types of phase transitions of materials, first order or second 

order. The first order phase transition is discontinuous concerning the change of 

volume (the first d erivative of free energy), while the second order phase transition is 

continuous on the volume change but discontinuous with respect to the second 

derivative of free energy (e.g., heat capacity and compressibility).[157] This defines that 

the first order phase transition is indicative through abrupt changes in the unit cell 

volume (Figure 4.1a),[158] and the phase transition switches into second order when 

the discontinuities only appear in the slope of the volume change (Figure 4.1b).[159]  

 

 

Figure 4.1: Representative illustration of volume changes of first order (a) and second 

order (b) phase transitions with applying pressures. pc indicates the critical pressure of the 

phase transition. 
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The op-to-cp phase transition of ZIF -4 is typical ly first order showing an abrupt jump 

in the volume change, which makes it challenging to tune the phase transition related 

porosity. As indicated above, the linker functionalization has influence on the 

responsive behaviors. However, the precise influence of such functionalization on the 

responsive phase behavior is hard to predict. In order to fine-tune the phase transition, 

a methodology that targets the tuning of the supramolecular mechanics of responsive 

MOFs must be developed. 

 

 

Figure 4.2: (a) Scheme of the building blocks of ZIF-62. (b) Single crystal structure of 

guest-free ZIF-62 (op phase) from this work showing the unit cell (left) and the asymmetric 

unit (right) with the parti ally occupied bim  ̀linkers at the crystallographically independent 

positions 1 and 2 highlighted. 

 

The work in this part will thoroughly demonstrate that the high -pressure mechanical 

behavior of a flexible MOF system can be very precisely adjusted by applying the 

concept of mixed-linker functionalization. ZIF -4[92] was adopted as a flexible MOF 

platform  to be further fu nctionalized.[160] It is w ell established that parts of the im  ̀

M2+ = Zn2+, Co2+

im- bim-

ZIF-62, M(im)2ïx(bim)x

(a)

(b)
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linkers in ZIF -4 can be exchanged for bulkier benzimidazolate (bim )̀ linkers while 

network structure and topology remain unchanged. The corresponding materials of the 

general chemical formula M(im) 2 x̀(bim) x are known under the name ZIF-62 (Figure 

4.2) and have first been reported for M 2+  = Zn 2+  and x = 0.25. [89] The cobalt derivative 

with x = 0.30 was described later.[161] It  has been recently demonstrated that ZIF -62 

and ZIF-4 form a continuous solid solution with x ranging from 0 (for ZIF -4) to 0.35.[162]  

In the following chapters of this part , the structural behavior of a series of eight 

different solid solutions of the ZIF -62 family (denoted as ZIF -62(M)-bimx, M = Zn 2+  

or Co2+  and 0.02 ¢ x ¢ 0.37) with high -pressure (HP) powder X-ray diffraction (PXRD) 

in the pressure range from ambient pressure up to 4000 bar will be investigated. 

Supporting insights in the corresponding low temperature behavior of the materials 

are obtained with variable temperat ure (VT) PXRD in the range from 300 K down to 

100 K. It is demonstrated that the HP phase behavior of the materials can be 

systematically tuned by precisely adjusting the fraction ( x) of bim  ̀ in the material, 

leading to (i) a reinforcement of the framework s and a shift of the op-to-cp transition 

pressure to higher pressures, (ii) a concomitant reduction of the volume change (˲V) 

across the transition and (iii) the evolution from a discontinuous (first order) to a 

continuous (second order) phase transition with increasing x. Structure refinements 

based on the HP-PXRD data (Rietveld method [163,164]) elucidate that the continuous 

change from the op-to-cp phase allows adjusting the pore volume and pore size of the 

material precisely by selecting the corresponding pressure. The work here will provide 

a guideline for the targeted finetuning of the supramolecular mechanics of flexible 

MOFs, setting the stage for their application in pressure -switchable membranes, 

nanodampers or nanoscopic pressure actuators. 

 

4.2  Single -Crystal X -ray Diffraction  

Guest-free single crystals of all ZIF-62(M) -bimx solid solutions were studied with single 

crystal X -ray diffraction (see Figure 4.2b and Section A.3 of Appendix for the 

crystallographic tables). All compounds possess the orthorhombic space group Pbca 
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and form the cag topology, featuring two independent M 2+  cations and four 

independent imidazolate-type linkers in the asymmetric unit. In all compounds , the 

bim  ̀ linkers are partially occupying two out of the four crystallographically 

independent linker positions (highlighted as position 1 and 2 in the asymmetric unit 

in Figure 4.2b). For x = 0.02, bim  ̀could only be located at position 1, while bimˋ

partially occup ies both positions 1 and 2 for x Ó 0.05. The occupancies of bim̀ at the 

two crystallographically independent positions are compiled in Table 4.1. It is 

noteworthy that the bim  ̀ linker at position 2 features a significantly different 

orientation than the smaller im  ̀linker at the same position, so th e unfavorable steric 

interactions with neighboring linkers are avoided. 

 

Table 4.1: Occupancies of bim̀ on the two crystallographically independent positions im1  

and im2  determined by single crystal diffraction.  

Position 
ZIF -62(Zn)-bimx ZIF -62(Co)-bimx 

0.02 0.05 0.17 0.25 0.30 0.35 0.27 0.37 

1 0.04 

(fixed)  

0.05 

(fixed)  
0.104(2) 0.173(2) 0.396(3) 0.355(2) 0.120(2) 0.361(3) 

2 - 
0.05 

(fixed)  
0.236(2) 0.327(2) 0.204(3) 0.345(2) 0.420(2) 0.379(3) 

 

4.3  Low -Temperature Powder X -ray Diffraction  

The low temperature behavior of selected representatives of the ZIF-62(M)-bimx 

materials was compared to the behavior of the highly flexible parent compound 

ZIF -4(Zn). High-resolution VT -PXRD patterns of carefully ground samples were 

recorded at beamline P02.1 of PETRA III at DESY (D eutsches Elektronen 

Synchrotron, Hamburg, Germany) upon cooling the materials from 300 K down to 

100 K with data collected every 10  K (see in Section A.4 of Appendix). In accordance 

with a previous report [97], the op-to-cp transition of ZIF -4(Zn) starts at 190 K and is 

completed at 110 K. Except for ZIF -62(Zn)-bim0.02, all of the studied solid solutions 

ZIF -62(Zn)-bimx remain in the op phase when cooled to 100 K (Figure 4.3 right and  
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Section A.4 of Appendix). ZIF -62(Zn)-bim0.02 shows weak reflections associated to the 

cp phase appearing in the VT-PXRD patterns at temperatures below 150 K  (Figure 

4.3 left) . However, the cp phase remains a minority in the diffraction pattern even at 

100 K. These results signify that already tiny  amounts of bim  ̀have a decisive influence 

on the potential energy landscape of these materials and thus hamper the 

transformation to the enthalpical ly favored cp phase. Note that for x = 0.02, only 1% 

of all linkers in the material are bim  ̀ (equal to only 0.32 bim  ̀ linkers per unit cell), 

while the others are the smaller im  ̀linkers. 

 

 

Figure 4.3: Stacked VT-PXRD patterns for ZIF -4(Zn) at the left and ZIF -62(Zn)-bim0.35 

at the right collected during cooling down from 300 K to 100 K with 10 K per step and a 

subsequent return to 300 K. 

 

Based on profile fits (Le Bail m ethod, see in Section A.5 of Appendix) [165], the 

coefficients of thermal expansion (CTE) for the op phases of the ZIF-62(M)-bimx 

materials were derived from the temperature-dependent PXRD data. The thermal 

expansivity (a) as a function of temperature has been determined along each 

crystallographic axis in the range from 100 to 300 K (140 to 300 K for ZIF -4 and 110 

to 300 K for ZIF -62(Zn)-bim0.02). The refined lattice parameters and the unit cell 

volume were fitted using an nth order polynomial function ( 1) or an exponential 

function ( 2) as suitable: 

 



4 Tuning the Structure and Property of ZIF-62 by Linker Functionalization 

30 

 

 ώὝ  ὥ  ὥ Ὕ    ὥ Ὕ  (1) 

or  

 

 ώὝ  ώ  ὃ Å  (2) 

where y(T ) is the lattice parameter or the unit cell volume at the temperature T  and 

all other variables are fitting parameters [166]. 

 

The empirical fits can be seen in Section A.6 of the Appendix. The expansivity ay(T) 

is derived from the numerically calculated derivative of the respective fitting function 

y(T) according to the following equation ( 3): 

 

 ‌ Ὕ  
Äώ

ώϽÄὝ
 (3) 

 

The volumetric CTEs of ZIF -4(Zn) can be only fitted down to 140 K (ca. 610 × 10̀ 6 

K 1̀) due to the occurrence of op-to-cp phase transition (Figure 4.4). The volumetric 

CTEs of ZIF -62(Zn)-bimx at 110 K decrease from ca. 600 × 10̀ 6 K 1̀ to only about 100 

× 10̀ 6 K 1̀ with increasing x from 0.02 to 0.35 (Figure 4.5 and Figure 4.6). The 

volumetric CTE of ZIF -62(Co)-bim0.27 at 110 K (ca. 420 × 10̀ 6 K 1̀, Figure 4.6 right) 

fits into the trend of ZIF -62(Zn)-bimx. This visualizes the consecutive reinforcement 

and decreased flexibility of the ZIF -62(M)-bimx derivatives with increasing x. 
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Figure 4.4: Expansivity of the op phase of ZIF -4(Zn)  as a function of temperature (from 

140 K to 300 K) determined by empirical fits to the lattice parameters.  

 

Figure 4.5: Expansivity of the op phase of ZIF -62(Zn)-bim0.02 (left) and ZIF -62(Zn)-

bim0.17 (right) as a function of temperature determined by empirical fits to the lattice 

parameters. 

 

Figure 4.6: Expansivity of the op phase of ZIF -62(Zn)-bim0.35 (left) and  ZIF -62(Co)-

bim0.27 (right) as a function of temperature determined by empirical fits to the lattice 

parameters. 

100 150 200 250 300

0

130

260

390

520

650

C
o

e
ff

ic
ie

n
t 

o
f 

th
e

rm
a

l 
e

x
p

a
n

s
io

n
 /

 M
K

-1

T / K

 Ŭa

 Ŭb

 Ŭc

 ŬV

100 150 200 250 300

0

130

260

390

C
o

e
ff

ic
ie

n
t 

o
f 

th
e

rm
a

l 
e

x
p

a
n

s
io

n
 /

 M
K

-1

T / K

 Ŭa

 Ŭb

 Ŭc

 ŬV

100 150 200 250 300
-30

0

30

60

90

C
o

e
ff

ic
ie

n
t 

o
f 

th
e

rm
a

l 
e

x
p

a
n

s
io

n
 /

 M
K

-1

T / K

 Ŭa

 Ŭb

 Ŭc

 ŬV



4 Tuning the Structure and Property of ZIF-62 by Linker Functionalization 

32 

 

4.4  High -Pressure Powder X -ray Diffraction  

The high-pressure behavior of all eight ZIF -62(M)-bimx derivatives was investigated 

in the pressure range from ambient up to 4000 bar using a hydraulic pressure cell (see 

details in Section 8.4.2) at beamline I15 of Diamond Light Source (Oxon., UK). [130,167̀

169] This setup allows collecting the high-quality PXRD patterns of soft a nd flexible 

MOFs with a high pressure-resolution. The guest-free ZIF powders were filled in plastic 

capillaries and mixed with silicone oil (AP 100) as a non -penetrating PTM. The HP -

PXRD patterns of the six samples of ZIF -62(Zn)-bimx are displayed in Figure 4.7 in 

the form of contour plots. The corresponding data of the related ZIF -62(Co)-bimx 

derivatives are compiled in Fi gure 4.8. All ZIF samples undergo a transition from the 

op to the cp phase (both feature the same orthorhombic space group Pbca) through 

the stimulus of mechanical pressure.  

 

Figure 4.7: Contour maps of the HP-PXRD patterns of the ZIF -62(Zn)-bimx samples. 

Each map is generated from 29 PXRD patterns recorded at pressure points between 1 bar 

and 4000 bar (the corresponding pressure step sizes are mentioned in the text). The op-to-

cp transition is discontinuous (first order) for x Ò 0.30, while it is continuous (second order) 

for x = 0.35. Regions of op (pink) and cp (cyan) phase stability and the transition regions 

are highlighted on the right -hand side. 
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Fi gure 4.8: Contour map of the HP -PXRD data of ZIF -62(Co)-bim0.27 and ZIF -62(Co)-

bim0.37. The lower signal-to-noise ratio of ZIF -62(Co)-bim0.37 compared to ZIF -62(Co)-

bim0.27 is due to a lower packing density of the ZIF crystallites in the case of ZIF -62(Co)-

bim0.37. However, this fact does not compromise the validity of the data analysis. Each map 

is generated from 29 PXRD patterns recorded at pressure points between 1 bar and 4000 

bar. 

 

However, the type of the op-to-cp phase transition switched from first order to second 

order with increasing the bim  ̀ concentration. The reflections of the op phase are 

clearly present at ambient pressure. With increasing the pressures, the reflections of 

the op phase gradually shifted to higher 2ɗ angles, due to the contraction of the unit 

cell. With lower bim  ̀concentration (x ¢ 0.30) for ZIF -62(Zn)-bimx samples, the shifts 

of the reflections are discontinuous at the phase transition, which is indicated by the 

abrupt breaks on the traces of the reflections. The threshold pressures for the op-to-cp  

transition increase continuously with increasing x from 700 bar for x = 0.02 to 1300 bar for x 

= 0.30. The discontinuity of the shift of the reflections is associated with the 

discontinuous change of the unit cell volumes. Thus, the nature of the first order 

transition from op-to-cp phase is clearly revealed by the traces of reflections on the 
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contour maps (Figure 4.7). With increasing the bim  ̀concentration up to x = 0.35, 

the op-to-cp phase transition switches from discontinuous to continuous, where the 

reflections of the op phase shift continuously to t he cp phase without a break on the 

traces. The change from discontinuous to continuous phase transition indicates the 

second order nature of the op-to-cp transition with a sufficient amount of bim  ̀

functionalization ( x = 0.35).  For ZIF -62(Co)-bimx samples, a similar trend is observed. 

With applying pressure, the op-to-cp phase transition of ZIF-62(Co)-bim0.27 is first order, 

while it turns second order with increasing bim  ̀concentration to x = 0.37 (ZIF -62(Co)-

bim0.37) as shown in Fi gure 4.8. 

In order to get a detailed picture of the high -pressure behavior of this set of solid 

solutions, the HP-PXRD patterns of each material were sequentially analyzed via 

profile fitting (Le Bail method) [165] starting with the reference parameters from the op 

phase derived from single crystal X-ray diffraction (see Section A.3 of Appendix). The 

cp phases have been fitted starting with unit cell parameters derived from the 

published low temperature cp phase of ZIF-4[97]. The derived evolution of the unit cell 

volumes with pressure, the total volume change upon compression from ambient to 

4000 bar, as well as the phase transition regions are displayed in Figure 4.9 

(ZIF -4(Zn)) and Figure 4.10 (ZIF -4(Co)). 

The following trends were observed for the HP behavior of th e ZIF-62(Zn)-bimx 

materials as a function of x:  

(i)  The threshold pressure for the op-to-cp transition increases continuously 

with increasing x from 700 bar for x = 0.02 to 1300 bar for x = 0.30. Note, 

the threshold pressure for the transition of ZIF -4(Zn) (i.e. , x = 0) has been 

determined to be 500 bar in a previous study using the same experimental 

setup and PTM. [167] 

(ii)  The transition region where both phases, op and cp, are present initially 

gets broader from x = 0.02 to x = 0.05, then gets much narrower again with 

further increasing x and finally completely disappears for x = 0.35. 

(iii)  While the unit cell volume of the op phase at 1 bar is similar for the entire 

series of materials (4287.1(3) Å3 to 4341.7(4) Å3), the unit cell volume of 
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the cp phase at 4000 bar increases from 3248.4(8) Å3 for x = 0.02 to 

3635.5(10) Å3 for x = 0.35. The overall compression at 4000 bar is 24.8% for 

x = 0.02 and 16.7% for x = 0.35. Likewise, the volume change ˲V across 

the phase transition gets smaller with increasing x. 

 

These findings corroborate that the exchange of already small amounts of im̀  against 

bim  ̀ in the ZIF -4/ZIF -62 system results in a significant reinforcement of the 

framework and thus a shift of the transition pressure (a discussion of the bulk moduli 

is provided in Section 4.6.2 below). Naturally, the cp phases of the materials exhibiting 

a higher bim  ̀content possess a larger unit cell volume, because the bulkier bim̀ linkers 

require more space, thus preventing further contraction of the frameworks. The larger 

pressure range of the op-to-cp transition region of the materials with x = 0.02 and x 

= 0.05 might originate from an increased heterogeneity of these samples on a local 

scale (i.e., nanoscale regions of higher or lower bim  ̀ content than the average x). 

Narrowing of the transition range with further increasing x suggests a more 

homogeneous distribution of the bim  ̀linkers throughout the crystals.  

 

 

Figure 4.9: Left: Relative volume of the ZIF -62(Zn)-bimx materials as a function of 

mechanical pressure. Right: Transition pressure range (bars) and overall volume contraction 

(i.e., relative volume change from 1 to 4000 bar, square symbols) of ZIF -62(Zn)-bimx. 

Literature data of the prototypical ZIF -4 (i.e., x = 0) are included for comparison. [167] Lines 

are just a guide to the eye. 
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As typical for transitions of fl exible ZIFs, the op-to-cp transition is first order ( i.e., 

exhibiting a discontinuous volume change) for all compounds with x Ò 0.30. 

Remarkably, the situation is opposite for x = 0.35, whose phase transition involves a 

continuous volume change and is denoted as a second order phase transition. While 

the materials with x Ò 0.30 exhibit both op and cp phases in varying quantities during 

the first order op-to-cp phase transition, the materials with  x = 0.35 only possess a 

well-defined single phase at each pressure. In a thermodynamic picture, the 

substitution of more and more im  ̀ by bim  ̀ in the ZIF -62 framework makes the 

potential energy surface of the system flatter, so that more and more states between 

the op and the cp states are available. For x = 0.35, the material exhibits a continuous 

range of states between fully open and closed, each of them is accessible by adjusting 

the pressure.  

 

 

Figure 4.10: Overall volume contraction (i.e., relative volume change from 1 to 4000 bar) 

of the op-to-cp phase transition of the ZIF -62(Co)-bimx materials. 

 

Remarkably, the two cobalt -based materials ZIF-62(Co)-bim0.27 and ZIF-62(Co)-

bim0.37 show a phase behavior analogous to the corresponding ZIF-62(Zn)-bimx 

materials exhibiting a similar x, however, with increased transition pressures (Figure 

4.10). ZIF -62(Co)-bim0.27 undergoes a discontinuous first order op-to-cp phase 

transition starting at 1700 bar, which is about 500 bar higher than the ZIF -62(Zn)-
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bim0.25. The derivative ZIF -62(Co)-bim0.37 again shows a continuous second-order op-

to-cp transition comparable to ZIF -62(Zn)-bim0.35. The higher phase transition 

pressure of the Co-based ZIFs may be explained by slightly stronger and more 

directional ligand-to-metal bonding for ZIF -62(Co)-bimx compared to ZIF-62(Zn)-

bimx. This is reasoned in the higher electronegativity (1.65 for Zn and 1.88 for Co) 

and different valence electron configurations (3d10 for Zn2+  vs. 3d7 for Co2+) of 

cobalt.[98] 

 

4.5  Reversibility of the Phase Transition  

It is worth mentioning that all the pressure -induced op-to-cp phase transitions of the 

studied ZIF-62(M)-bimx materials are fully reversible after pressure release to ambient 

pressure. Moreover, cyclic pressure jump experiments for selected representatives were 

conducted by repetitive cycling between 1 bar and 4000 bar (Figure 4.11 and Section 

A.4 of the Appendix). The data demonstrate that the materials repeatedly undergo 

the op-to-cp phase transition without any loss of crystallinity.  

 

Figure 4.11: Stacked HP-PXRD patterns recorded via cyclic pressure jumping of ZIF-

62(Zn)-bim0.35 between 1 bar (pink, op phase) and 4000 bar (blue, cp phase). 
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Figure 4.12: Overlays of normalized PXRD patterns of ZIF -62(Zn)-bim0.35 recorded at 1 

bar (left) and 4000 bar (right) while cycling between these two pressures. The peak widths 

do not change during cycling, which indicates that the pressure-induced reversible macro-

strain (materials compression and phase transformation) is not accompanied by the 

irreversible formation of micro -strain upon pressure cycling. 

 

Furthermore, the peak width of the reflections does not change significantly during 

pressure cycling (Figure 4.12), suggesting that the reduction of crystallite size and 

formation of micro -strain are absent. 

 

4.6  Compressibility, Bulk Modulus and Pressure -Volume 

Work  

Based on empirical fits to the pressure-dependent unit cell parameters derived from 

the profile fits of the HP -PXRD patterns, the pressure-dependent linear 

compressibilities (kl, see the fitting patterns in section A.6 of Appendix), volume 

compressibilities (kv, see the fitting patterns in sectio n A.6 of Appendix) and bulk 

moduli ( Figure 4.14 and Table 4.2) as well as the compression work (Figure 4.15) 

for all ZIF -62(M)-bimx materials were determined.  
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4.6.1  Compressibility ( k)  

The compressibility (k) has been determined along each primary crystallographic 

direction and for the volume as a function of pressure. The refined lattice parameters 

(y) and the unit cell volume were fitted using a 1 st or 2nd order polynomial function 

(y(p) = a0 + a1·p + a2·p
2, with a2 = 0 for 1 st order). The compressibility ky(p) was derived 

from the numerically calculated derivative of the respective fitting function y(p) 

according to the following equation: 

 

 k ὴ  ɀ 
ρ

ώ

Ὠώ

Äὴ
 (4) 

 

The fitting patterns can be found in Section A.9 of Appendix. 

Only data from the single-phase regions have been included in the fits. If both phases, 

op and cp, are present at a certain pressure, the corresponding crystallographic data 

are deemed to be less accurate due to a potential correlation between the fitting 

parameters for the op and cp phases. Thus, these data have not been included in 

determining the materialsˏ linear and volume compressibilities.  

For ZIF -62(Zn)-bim0.35, the data have been split into three regions: one for op, one for 

cp and one intermediate region, where the framework shows a strong continuous 

contraction from the op to the cp phase. The unusual compressibility of the 

continuously contracting ZIF -62(Zn)-bim0.35 is shown completely in Figure 4.13. The 

V vs. p curve of ZIF -62(Zn)-bim0.35 (Figure 4.9) shows that the material compresses 

by only about  3.8% in the lower pressure range from 0 to 1100 bar (the lowest 

compression of all materials studied here). In the intermediate range from 1200 to 2000 

bar, the framework possesses a remarkably strong response to pressure, involving a 

contraction by a fur ther 8.6%. Above 2000 bar the framework is in the cp phase and 

contracts by another 3.9% until a pressure of 4000 bar is reached. In the intermediate 

range from 1200 to 2000 bar, where ZIF-62(Zn)-bim0.35 shows its strongest response to 

mechanical pressure, the volumetric compressibility increases from about 800 TPà1 to 

over 1300 TPà 1, which is equivalent to bulk moduli between only 1.2 and 0.75 GPa 
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(Figure 4.13). These extremely low bulk moduli are lower than the bulk moduli of 

other highly flexible MOFs (e.g. , 2.0  ̀7.7 GPa for ZIF -4(Zn) and 2.0 GPa for MIL -

53(Cr)) [128,129] and more comparable to the bulk moduli of liquids (at 20 °C and 1 bar 

the bulk modulus of methanol is about 0.82 GPa [170]), which corroborates the ultra -

high compressibility of this flexible framework material in the continuous phase 

transition region. 

 

 

Figure 4.13: Linear compressibilities kl and volume compressibility kV of the op, 

intermediate and cp phases of ZIF-62(Zn)-bim0.35. 

 

4.6.2  Bulk Modul us (K )  

The inverse of the fitted volume compressibility at ambient pressure is recognized as 

the general bulk modulus (K0) of the material.  The bulk moduli (K) of the op phases 

determined at 1 bar increase from 2.3 ± 0.1 GPa to 4.1 ± 0.5 GPa when x is increased 

from 0.02 to 0.35 (Table 4.2). This finding confirms the increased stiffness of the 

frameworks with the advancing exchange of im̀ against bim .̀ Upon increasing 

pressure, the bulk moduli of the op phases decrease continuously, indicating that the 

frameworks become more compressible when moving toward the op-to-cp phase 

transformation. Even though such kind of pressure-softening behavior is unusual for 

conventional solids, it has been observed for other porous framework compounds[168,171] 
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and can further be regarded as a sign of pressure-induced flexibility (i.e. , a phase 

transition). Naturally, the bulk moduli of the corresponding cp phases at elevated 

pressure (4000 bar) are larger (4.00 ± 0.45 GPa to 8.81 ± 1.49 GPa), reflecting their 

denser, non-porous framework structures (Figure 4.14 right).  

 

 

Figure 4.14: Pressure-dependent bulk modulus (K) of op (left) and cp (right) phases 

of ZIF -62(M)-bimx. 

 

Table 4.2: General ambient pressure bulk moduli (K0) of the ZIF -62(M)-bimx samples. 

Sample General bulk modulus (K0) / GPa  

ZIF -62(Zn)-bim0.02 2.3 ± 0.1 

ZIF -62(Zn)-bim0.05 2.6 ± 0.2 

ZIF -62(Zn)-bim0.17 3.2 ± 0.5 

ZIF -62(Zn)-bim0.25 2.9 ± 0.3 

ZIF -62(Zn)-bim0.30 3.0 ± 0.4 

ZIF -62(Zn)-bim0.35 4.1 ± 0.5 

ZIF -62(Co)-bim0.27 3.3 ± 0.6 

ZIF -62(Co)-bim0.37 2.8 ± 0.2 

 

4.6.3  Pressure -Volume Work  

The pressure-volume work done on the system upon compression of the various 

ZIF -62(M)-bimx samples was calculated by numerically integrating the area of pressure 

op  phase 

cp  phase 
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(p) vs. volume change (˲V) curve for the entire pressure range (˲V(p) = V0  ́V(p), 

with V0 = volum e at 1 bar, V(p) = volume at p; both determined from profile 

refinements of the HP-PXRD data). The critical phase transition pressure (plateaus 

in the p vs ˲V curves) is the mean pressure of the phase transition range.  

 

 

Figure 4.15: Graphical representation of the determination of the pressure-volume work 

done upon compression of the ZIF-62(M)-bimx samples via integration of the pressure vs. 

volume change curves. 

 

The pressure-volume work done on the frameworks upon increasing the pressure from 

ambient to 4000 bar lies between 18 and 25 J/g (Figure 4.15). The energy stored in 

the frameworks in the pressure range up to 4000 bar is generally lower for higher values 

of x. This indicates that the shift of the phase transition to higher pressures is 

counterbalanced by the lower volume change (˲V total / V0) with increasing x. 
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4.7  Structure Refinement and Analysis  

In contrast to high -pressure single crystal X-ray diffraction analysis, at omistic 

refinements of MOF structures based on HP-PXRD data are rarely reported, as the 

data quality obtained by conventional diamond anvil cell experiments is often not of 

sufficient quality. Given the high data resolution of the HP -PXRD patterns recorded 

with the hydraulic pressure cell, it was able to perform sequential structural 

refinements (Rietveld method[163]) for the whole pressure range of the HP-PXRD data.  

 

Figure 4.16: Comparison of structures of ZIF-62(Zn)-bim0.02 (left column) and ZIF -

62(Zn)-bim0.35 (right column): the simplified structural models of (a) ZIF -62(Zn)-bim0.02 

and (b) ZIF -62(Zn)-bim0.35 (right) at ambient pressure for Rietveld refinements; the unit 

cells of (c) ZIF -62(Zn)-bim0.02 and (d) ZIF -62(Zn)-bim0.35 at ambient pressure and of (e) 

ZIF -62(Zn)-bim0.02 and (f) ZIF -62(Zn)-bim0.35 at 4000 bar, determined through Rietveld 

refinements. The void volume was calculated using a probe radius of 1.5 Å (i.e., the common 

radius of a water-sized probe[172]). Blue tetrahedra: ZnN 4; green spheres: nitrogen; grey 

spheres: carbon; the hydrogen atoms are omitted for clarity. 
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Here, on two samples at either side of the spectrum, namely ZIF-62(Zn)-bim0.02 

(showing the typical first order op-to-cp transition) and ZIF -62(Zn)-bim0.35 (showing 

the unusual second order op-to-cp transition) were selected to perform Rietveld 

refinements. The crystal structures at ambient pressure and 4000 bar determined 

through Rietveld refinements are shown in Figure 4.16 for illustration, in which 

(Figure 4.16e and f) the elimination of the void space due to the pore closing is also 

noticeable. 

 

4.7.1  Rietveld Refinements  

In order to perfo rm the refinements, the structural model derived from the single 

crystal diffraction data for ZIF -62(Zn)-bim0.35 was simplified  (Section A.3 in 

Appendix) . For the sake of simplicity, only one of the two partially occupied 

crystallographic positions of bim  ̀ was included in the model (position 1 in  Figure 

4.16b). Position 1 is occupied by 0.355(2) in the SCXRD structure of ZIF -62(Zn)-

bim0.35, while position 2 is only occupied by 0.345(2). In the simplified model for 

Rietveld refinement, only positi on 1 is half occupied by bim  ̀ (with an occupancy of 

0.5) and half occupied by the smaller im  ̀linker. The other partially occupied bim  ̀is 

described only by an im  ̀linker. Thus, the chemical composition of the refined model 

is Zn(im) 1.75(bim) 0.25. This reduction of structural complexity was necessary to avoid 

overrefinement of the PXRD data. The bim  ̀and im  ̀linkers were constrained as rigid 

bodies during the refinements. The organic linker as a rigid group has six degrees of 

freedom (rotations about and tr anslations along the three crystallographic axes). To 

maintain a reasonable shape of the ZnN4 tetrahedra, the Zn Ǹ bond distances were 

restrained from being 2 Å (with 0.005 Å tolerance) and the N Z̀n Ǹ bond angles were 

softly restrained to be 109.4° (with 5° tolerance). The atomic displacement parameters 

were refined and were set to 6.0 Å2 for C, 5.0 Å 2 for N and 4.5 Å 2 for Zn atoms. The 

patterns were sequentially refined, starting with the diffraction pattern recorded at 1 

bar and moving across the series to the pattern recorded at 4000 bar. The converged 

structure at a certain pressure was used as the starting model to fit the pattern 

belonging to the next pressure. Plots of the refined patterns at 1 bar and 4000 bar are 

displayed in Figure 4.17 for examples. 
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Figure 4.17: Plots of the Rietveld -refined PXRD patterns (Ƒ =  0.4246 Å) of (a) the op 

phase (at ambient pressure) and (b) the cp phase (at 4000 bar) of ZIF-62(Zn)-bim0.35. 

 

 

Figure 4.18: Plots of the Rietveld -refined PXRD patterns (Ƒ =  0.4246 Å) of (a) the op 

phase (at ambient pressure), (b) the cp phase (at 4000 bar), and in the transition region 

at (c) 600 bar ( op phase), (d) 700 bar (cp phase) and (e) 800 bar (cp phase) of ZIF-62(Zn)-

bim0.02. The poorer fits at 700 and 800 bar are associated with  the residual reflections 

stemming from the op phase (not fitted).  
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Given the very small amount of bim  ̀ in ZIF -62(Zn)-bim0.02 (total occupancy of the 

bim  ̀ linker in the asymmetric unit is only 4%), the bim  ̀ linkers are not included in 

the structural model for ZIF -62(Zn)-bim0.02 (Figure 4.16a). Hence, the model is 

largely identical to the model of the op phase ZIF-4 (Zn(im) 2). This reduced model 

was obtained by omitting the four carbon atoms unique to the bim  ̀ linker from the 

Rietveld-refined model derived from the PXRD pattern recorded at 1 bar for ZIF -

62(Zn)-bim0.35. The cp phase of ZIF-62(Zn)-bim0.02 was refined using the published 

model of the cp phase of ZIF-4[97]. The constraints and restraints applied are the same 

as for ZIF-62(Zn)-bim0.35. The refinements are performed based on the op phase in the 

pressure range from ambient to 600 bar and on the cp phase from 4000 to 700 bar 

backward. The resultant Rietveld fits at pressures of (a) ambient, (b) 4000 bar,  (c) 

600 bar, (d) 700 bar and (e) 800 bar can be seen in Figure 4.18.  

In the last step of each refinement, spherical harmonics at 8th order have been applied 

to correct for the preferred orientation.[99] The plasti c capillaries could not be spun 

while in the HP cell, thus powder averaging is limited and the preferred orientation 

needed to be corrected. 

 

Table 4.3: Crystallographic data from the Rietveld refinements of t he op and cp  phases 

of ZIF -62(Zn)-bim0.02 and ZIF -62(Zn)-bim0.35. 

 ZIF-62(Zn)-bim0.02 ZIF-62(Zn)-bim0.35 

Phase op op cp cp cp op cp 

Pressure / bar 1  600 700 800 4000 1 4000 

Space group Pbca Pbca Pbca Pbca Pbca Pbca Pbca 

a / Å  15.4786(15) 15.3249(12) 14.441(2) 14.438(3) 14.4068(18) 15.482(4) 14.416(4) 

b / Å  15.4833(11) 15.2976(10) 14.369(3) 14.361(2) 14.1610(15) 15.572(3) 14.575(3) 

c / Å  18.0544(13) 17.9434(11) 16.602(3) 16.602(3) 15.954(2) 17.967(4) 17.164(5) 

V / Å 3 4326.9(6) 4206.5(5) 3445.1(11) 3442.2(10) 3254.9(7) 4331.8(5) 3606.4(4) 

dZn1ĀĀĀZn2 / Å a 5.91(4) - - - 5.75(10) 5.9(2) 5.78(13) 

Rwp/ RBragg/c2 
2.02/1.36/ 

0.52 

2.39/2.05/ 

0.62 

9.72/3.66/ 

2.54 

7.09/3.71/ 

1.83 

4.52/2.48/ 

1.14 

7.17/5.08/

1.76 

7.73/5.92/ 

1.95 
a Mean Zn···Zn distance of all four crystallographically independent Zn···Zn distances given with the 

standard deviation of the mean. 
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Generally, the Rietveld refinements produced good fits (see the c2 values in Table  4.3 

and the fits shown in Figure 4.18 and Figure 4.17) to both sets of experimental 

data, with lattice parameters and unit cell volumes in agreement with the results from 

the previous structure-less profile fits. The crystallographic data for both series of 

Rietveld refinements can be obtained in cif-format from the CCDC database 

(https://www.ccdc.cam.ac.uk/structures) quoting the deposition numbers 2130193-

2130221 (for ZIF-62(Zn)-bim0.02) and 2130225-2130253 (for ZIF-62(Zn)-bim0.35). 

 

4.7.2  Structur e Discussion  

The simplified graphical representations of the refined crystal structures of ZIF -62(Zn)-

bim0.02 and ZIF-62(Zn)-bim0.35 at 1 bar as well as 4000 bar are shown in Figure 4.19 

(Table 4.3 contains the corresponding crystallographic data). The simplified 

representation displays an unrestricted view of the central 8-ring located on the (100) 

plane (notice that this is an 8 -cycle in the language of network topology).[173] This 

8-ring is the main characteristic of the open cage in the cag topology. In analogy to 

what has been reported for the op-to-cp phase transition of ZIF -4(Zn), the contraction 

of the ZIF -62(Zn)-bimx frameworks also involves collective rotations of the im  ̀ and 

bim  ̀ linkers about the Zn Ǹ coordination bonds, while the Zn Z̀n distances contract 

only slightly (see the overlay in Figure 4.19 and Table 4.3). For ZIF -62(Zn)-bim0.02, 

the linker rotations happen abr uptly during the first order op-to-cp phase transition 

at 700 bar. In contrast, ZIF -62(Zn)-bim0.35 experiences a continuous rotation of the 

linkers with increasing mechanical pressure, due to the continuous contraction and the 

nature of the second order op-to-cp phase transition. 

When comparing the cp phases of both derivatives at 4000 bar, the rotations of the 

linkers are much less drastic for ZIF-62(Zn)-bim0.35 than for ZIF -62(Zn)-bim0.02 

(detailed rotation angles are compiled in Table 4.4), which is rationalized by the 

larger steric bulk of the bim  ̀linker, preventing larger rotations of all the linkers. This 

is also visualized in the overall contraction of the frameworks at 4 000 bar. ZIF-62(Zn)-

bim0.02 exhibits only 75.2% of the original volume, while ZIF -62(Zn)-bim0.35 possess 

83.3% at that pressure. Remarkably, the bim  ̀ linker also influences the direction of 
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rotation for some linkers. Linker im2 , for example rotates in opposite directions in 

ZIF -62(Zn)-bim0.02 and ZIF -62(Zn)-bim0.35. 

 

Figure 4.19: Top: Simplified structures of selected ZIF-62(Zn)-bimx derivatives displaying 

only the representative 8-rings at ambient pressure (op phase) and 4000 bar (cp phase). 

All structures are drawn to the same scale. Bottom: An overlay of the asymmetric units of 

the structures at 1 bar (pale color s) and 4000 bar (vi vid colors). The Zn1 and Zn2 atoms 

of both asymmetric units have been superimposed to visualize the relative changes of the 

other framework building units.  
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Table 4.4: Representative torsion angles of the stru ctures of ZIF-62(Zn)-bim0.02 and ZIF -

62(Zn)-bim0.35 at 1 bar and 4000 bar. 

Linker Torsion angle / °  
ZIF -62(Zn)-bim0.02 ZIF -62(Zn)-bim0.35 

1 bar 4000 bar 1 bar 4000 bar 

im1 C1a-N1a-Zn1-N2a 1̀33(9) 1̀12(10) 1̀10(15) 9̀8(16) 

im2 C2a-N2a-Zn1-N3a 1̀47(8) 9̀7(11) 1̀57(18) 1̀71(21) 

im3 C3a-N3a-Zn1-N4a 129(9) 162(10) 139(33) 128(20) 

im4 C4a-N4a-Zn1-N1a 83(11) 77(11) 77(23) 70(27) 

 

4.7.3  Porosity Analysis  

Based on the refined crystal structures, the evolution of the solvent accessible volume 

(SAV) and the pore size distribution (PSD) of ZIF -62(Zn)-bim0.02 and 

ZIF -62(Zn)-bim0.35 was analyzed as a function of the mechanical pressure with the 

help of the Zeo++ software package[174]. In order to get physically meaningful results, 

the two-fold disorder of the bim  ̀ linker enforced by the space group symmetry Pbca 

in the structural model for ZIF -62(Zn)-bim0.35 was resolved by converting the 

Rietveld-refined structures to the subgroup Pbc21 (Figure 4.20), which allowed to 

generate idealized structural models for ZIF-62(Zn)-bim0.35 without any disorder and 

with a chemical composition of Zn(im) 1.75(bim) 0.25 (as close as it gets to the correct 

composition Zn(im) 1.65(bim) 0.35 without reducing the symmetry further).  

 

Figure 4.20: Cut-out of the idealized structure of ZIF -62(Zn)-bim0.35 with Pbc21 symmetry 

at 1 bar. The disorder of the bim  ̀linker is resolved and only one linker is pointing into the 

pore of the 8-ring. 
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The accessible pore volume of the structures was calculated as a function of mechanical 

pressure using a probe of 1.5 Å radius. Moreover, the corresponding pore size 

distribut ion (PSD) was also calculated as a function of mechanical pressure. Note that 

the PSD is calculated by multiplying the volume -normalized PSD histograms (as 

obtained from Zeo++) with the accessible pore volume at the corresponding pressures. 

As expected, the pore volume vs. pressure curves (Figure 4.21) show a behavior very 

similar to the unit cell volume vs. pressure curves (Figure 4.9 left). ZIF -62(Zn)-bim0.02 

experiences a slight reduction in pore volume from 0.21 cm3 g 1̀ to 0.18 cm3 g-1 in the 

pressure range from ambient to 600 bar (op phase). Upon transition to the cp phase 

at 700 bar, the pore volume of the framework immediately reaches 0 cm3 g 1̀. In 

contrast, ZIF -62(Zn)-bim0.35 displays a continuous reduction of the pore volume over 

the entire pressure range from 0.18 cm3 g 1̀ at 1 bar to 0.02 cm 3 g 1̀ at 4000 bar. 

 

 

Figure 4.21: Pore volume as a function of pressure from ambient to 4000 bar as calculated 

from the (idealized) crystal structures using Zeo++ [174]. 

 

The PSDs calculated from the crystal structures at the various pressures are displayed 

as contour maps in Figure 4.22. At ambient pressure, ZIF -62(Zn)-bim0.02 and 
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ZIF -62(Zn)-bim0.35 have very similar PSDs, ranging from 4 Å to almost 7 Å pore 

diameter with a peak at about 6.2  Å. Up to a pressure of 600 bar, the PSDs of both 

materials show only minor changes. From 700 bar on, the PSD of ZIF-62(Zn)-bim0.02 

is featureless because the first order transition to the cp phase is associated with the 

disappearance of porosity. ZIF-62(Zn)-bim0.35, however, shows gradual narrowing of 

the PSD together with a progressive shift of the maximum pore diameter cut -off from 

6.7 Å at 700 bar to only about  5 Å at 3000 bar. This analysis demonstrates that the 

pore size and the pore limiting diameter of ZIF -62(Zn)-bim0.35 can be precisely adjusted 

by applying mechanical pressure, suggesting new possibilities for reversible pore space 

modulation of flexible MO Fs by a mechanical force. It is speculated that the 

mechanical phase behavior of ZIF -62(Zn)-bim0.35 provides an unusual way to finetune 

the materialˏs gas sorption selectivity by a mechanical pressure stimulus[175,176]. Given 

the ease at which gas separation membranes can be prepared from ZIF 

compounds[162,177,178], this study is anticipated to set the stage for developing ZIF-62 

membranes whose separation efficiency is tunable by mechanical pressure.  
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Figure 4.22: Visualization of the changes in the pore size distribution with increasing 

mechanical pressure. Each contour map was generated from 29 individual PSDs spread over 

the pressure range from 1 to 4000 bar. 
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4.8  Conclusion s 

The structural behavior of eight flexible ZIF-62(M)-bimx derivatives with varying bim  ̀

fractions (0.02 ¢ x ¢ 0.37) stimulated either by high -pressure (in the range from 

ambient pressure to 4000 bar) or cryogenic (from 300 K to 100 K) conditions was 

investigated using in situ  powder X-ray diffraction under synchrotron radiation. The 

open pore (op) to closed pore (cp) phase transition could not be achieved by cooling 

down (to 100 K) and only ZIF -62(Zn)-bim0.02 shows weak reflections associated with  

the cp phase at temperatures below 150 K. With increasing mechanical pressure, the 

ZIF -62(M)-bimx derivatives undergo a transition from an op to a cp phase. All 

materials are very soft and feature relatively low bulk moduli between 2.3 and 4.1 GPa 

at ambient pressure. The pressure-volume work required to compress the frameworks 

from the op-to-cp phase lies between 18 and 25 J/g upon increasing the pressure from 

ambient to 4000 bar. The op-to-cp phase transition is reversible for all compounds 

after decompression and can be repeated several times without loss of crystallinity. 

Most importantly, the transition is discontinuo us with respect to the materialsˏ volume 

(first order) for x Ò 0.30, while it becomes continuous (second order) for 0.35 Ò x. 

ZIF -62(M)-bimx is revealed to have two crystallographically independent positions 

preferentially occupied by bim  ̀ linkers through single crystal diffraction. Rietveld 

refinement on two selected representatives, with x = 0.02 and x = 0.35 provided deep 

insights into the mechanistic differences of the first and second order variants of the 

op-to-cp phase transition related to the linker orientation. These insights reveal that 

the second order op-to-cp transition allows for the targeted adjustment of the porosity 

features of the material (pore volume and pore size) by a specific pressure stimulus, 

therefore the mechanism of fine-tuning the responsive behavior of MOFs by linker 

functionalization has been established. This mechanism opens the door for the 

development of gas separation membranes whose separation properties (e.g., 

selectivity, permeance) can be regulated by mechanical pressure. 
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Abstract  

The liquid phase of metal-organic frameworks (MOFs) is key for the preparation of 

melt-quenched bulk glasses as well as the shaping of these materials for various 

applications, however, only very few MOFs can be melted and transformed into stable 

glasses. Here the solvothermal and mechanochemical preparation of a new series of 

functionalized derivatives of ZIF -4 (Zn(im) 2, im  ̀= imidazolate) containing the cyano -

functionalized imidazolate linkers CNim  ̀ (4-cyanoimidazolate) or dCNim  ̀ (4,5-

dicyanoimidazolate) is reported. The strongly electron withdrawing nature of the CN 

groups facilitates low temperature melting of the materials (below 310 °C for some 

derivatives) and the formation of microporous ZIF glasses with remarkably low glass 

transition temperatures (down to about 250 °C). Besides conventional ZIF-4, the 

cyano-functionalized ZIFs are the first MOFs to show an exothermic framework 

collapse followed by a transiti on to a low density liquid phase and a subsequent 

transition to a high density liquid phase. By systematic ally adjusting the fraction of 

cyano-functionalized linkers in the ZIFs, fundamental insights into the 

thermodynamics of the unique polyamorphic nature of these glass formers as well as 

further design rules for the porosity of the ZIF glasses and the viscosity of their 

corresponding liquids are derived. The results advise the understanding of the unusual 

phenomenon of the liquid -liquid transition  (LLT)  as well as a guide for the chemical 

diversification of meltable MOF with implications beyond the archetypal ZIF glass 

formers. 
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5 MOF  Liquid s and  Glasses 

The theory of the structural configuration of glasses is still updating and the 

classification of glasses remains complex.[179] The pre-request for glass formation is the 

persistence of strongly bonded large networks or long chains of atoms in the liquid 

state. Such chains or networks prevent/hinder the order ed orientation of atoms in the 

liquid near the melting point or liquidus temperature. [180] Quenching the melted liquid 

fast enough preserves the solidified liquid in an infinitely continuous, random and 

amorphous network structure.[181] The general principles to obtain such continuous 

networks are the strong bond strength between the atoms and the small coordination 

numbers of the glass forming atoms,[180] and the good glass-forming tendency is also 

constrained by the topology of the network. [182]  

It is challenging to liquefy metal-organic frameworks (MOFs) because the carboxylate-

based linkers typically decompose upon heating, even in an inert atmosphere, before 

the framework could melt.[100,183,184] Nonetheless, the liquid state of MOFs is of highest 

interest, as it allows the molding and shaping of these functional porous materials and 

generation of MOF glasses by quenching the MOF melt below its glass transition 

temperature (Tg).[103,185,186] MOF glasses have been classified as the 4th generation of 

MOFs as they possess the potential to address some of the key challenges in materialsˏ 

development for applications in gas separation, solid electrolytes, battery materials 

and many more.[55,162,178,181,187] 

 

5.1  T he Influence Factors of Melting  

Out of the large number of crystalline MOF structures reported so far , only very few 

derivatives have been shown to melt and form a porous glass after melt-quenching, 

amongst them are some ZIF derivatives.[100,103,161,162,188] Comparing to the linear 
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carboxylate linkers, the imidazolate linker of ZIFs is actually based on an aromatic 

ring and expected to be thermally more stable.[189] The rather high thermal stability 

of ZIFs, predominantly a consequence of the relatively high thermal stability of the 

imidazolate-type linkers, is a key feature for accessing their liquid and glassy states. 

ZIF -4 and several its derivates have been especially  reported to be able to melt and 

form glasses before their decomposition (Table 5.1).[100,103,162,183,190̀192] 

 

Table 5.1: Tm, Tg and Td of interested ZIF glasses. 

Name Compositions Tm / °C  Tg / °C  Td / °C  Ref 

ZIF-4 Zn(im) 2 590 292 602 [100,103] 

ZIF-zni Zn(im) 2 578 302 470 ̀  578 [193,194] 

Zn(im) 2 (GIS) Zn(im) 2 584 292 602 [103] 

ZIF-62 (Zn) Zn(im) 2-x(bim) x 

(0.03 ¢ x ¢ 0.35) 

370 ̀  448 292 ̀  329 550 ̀  600 [162] 

ZIF-62 (Co) Co(im)2-x(bim) x 

(0.10 ¢ x ¢ 0.30) 

386 ̀  432 260 ̀  269 510 ̀  550 [162] 

TIF -4 Zn(im) 1.5(mbim) 0.5 467 343 602 [103] 

 Zn(im) 1.8(mbim) 0.2 440 350 575 [195] 

ZIF-UC-2 Zn(im) 1.87(6-Cl-5-Fbim) 0.13 406 250 457 [191] 

ZIF-UC-3 Zn(im) 1.81(5-Cl-2-mbim)0.19 390 336 457 [191] 

ZIF-UC-4 Zn(im) 1.66(Fbim) 0.34 421 290 477 [191] 

ZIF-UC-5 Zn(im) 2-x(Clbim) x 

(0.05 ¢ x ¢ 0.28) 

367 ̀  432 295 ̀  336 500 ̀  575 [191,192,195] 

ZIF-UC-6 Zn(im) 1.82(abim)0.18 345 316 507 [190] 

 

The structural phase behavior of ZIF -4 with respect to pressure and temperature likely 

is one of the most complex known for any MOF material. Besides the reversible op-

to-cp phase transition (see Section 4.4), ZIF -4 also undergoes a series of phase 

transformations when heated from room temperature up to 600 °C under inert 

atmosphere. The porous crystalline framework with cag topology amorphizes at about 

330 °C before recrystallizing to a denser phase termed ZIF-zni (obeying zni  topology) 

at about 400 °C[101]. Upon further heating, the crystalline ZIF -zni phase melts at 

approx. 590 °C and decomposes at a slightly higher temperature (ca. 600 °C).[103] 

Quenching the liquid ZIF before reaching the decomposition temperature produces a 

ZIF glass with a Tg of ca. 292 °C.[100] 
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The influence of topology and framework chemistry on the melting temperatures was 

considered. ZIF glasses have been extended to Zn(im)2 (GIS), which uses the same 

linker as ZIF -4 but adopts a gismondine (gis) topology. [95] Zn(im) 2 (GIS) exhibits t he 

similar Tm (584 °C) and Tg (292 °C) as ZIF-4 (590 and 292 °C), due to the same 

composition they possess. TIF -4 [Zn(im) 1.5(mbim) 0.5] and ZIF -62 [Zn(im)1.75(bim) 0.25] 

are with  varying composition of the linkers.[103] They are derivates of ZIF-4 with 

benzannulated functionalization and TIF -4 features additional methyl 

functionalization . The Tm is determined to be 467 °C of TIF -4 and 437 °C of ZIF-62, 

respectively. The Tm of TIF -4 is 123 °C lower than that of ZIF -4 but 30 °C higher 

than that  of ZIF -62. The higher Tm observed for TIF-4 compared to ZIF -62 is possibly 

attributed  to the electron-donating methyl group ,[103,196] which leads to a higher energy 

barrier for the bond dissociation of the melting process. Similar behavior has also been 

observed in ZIF-UC MOFs, a series of ZIF-62 with additional halogenated 

functionalization .[190,191] The incorporation of electron-withdrawing halogen groups 

generally lowers the Tg and Tm on top of ZIF -62, while the methyl -functionalized 

ZIF -UC-3 (with the 5 -chloro-2-methylbenzimidazolate linker) shows higher Tg than 

other ZIF -UCs. The specific temperatures discussed here can be seen in Table 5.1. 

Besides the electronic effect, the linker concentration also modulates the melting 

behavior significantly.  The Tm(Tg) of ZIF -62 [Zn(im) 2-x(bim) x, 0.03 ¢ x ¢ 0.35] are 

found to be linearly positive relevant to the concentration ( x) of benzimidazolate 

(bim-).[162] The Tm(Tg) of ZIF -62 lower from 440(323) °C to 379(292) °C with reducing 

bim- concentration (x) from 0.35 to 0.03. Therefore, both the linker composition and 

concentration have strong influence on the melting behaviors. 

The glass formers mentioned above can be catalogued into three topological groups: 

cag (ZIF -4, ZIF -62, TIF -4, ZIF -UC-1 to ZIF -UC-6), ZIF -zni  and Zn(im)2 

(GIS ).[100,103,185,191] Among them, ZIF -zni and Zn(im) 2 (GIS ) are the polymorphs of 

ZIF -4. Out of above 50 different topologies[197] exhibited in ZIFs so far, it seems only 

the ZIFs with particular topologies (e.g., cag) and featuring small im  ̀linkers can melt 

and form glasses. 
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5.2  Liquid -Liquid Transition (LLT) and Fragility  

A particularly interesting feature of ZIF -4 is that the thermal amorphization at about 

330 °C progresses via a liquid-liquid transition (LLT), where the crystalline framework 

at first exothermally collapses to form a low density liquid (LDL) which rapidly relaxes 

to a high density liquid (HDL) in a subs equent endothermic process (Figure 5.1a).[100] 

The LDL has a higher order and lower enthalpy, while the HDL has a higher entropy 

and is formed by an order-disorder transition from the LDL. Similar LLTs are also 

known for water [198], amorphous silicon[199] and some zeolites[158], however, have not 

been observed for any other MOFs. For ZIF-4, the LDL  state is transient and could 

so far not be captured by rapid vitrification. The HDL is a metastable supercooled 

liquid, which recrystallizes to ZIF -zni upon further heating. Importantly, when the 

HDL is quenched to room temperature, it vitrifies to form a  high density amorphous 

(HDA) phase, which features a similar Tg upon reheating as the ZIF glass derived from 

quenching the liquid ZIF from about 590 °C. Thus, the ZIF -4 bulk glass (denoted as 

agZIF-4, ag = amorphous glass) derived by quenching the thermodynamically stable 

liquid ZIF from about 590  °C to ambient temperature is similar to the glass derived 

by quenching the metastable HDL phase from about 400 °C (denoted as aTZIF -4, aT 

= thermally amorphized), as also supported by X -ray total scattering and p air 

distribution function data. [100,103] 

Fragility is a kinetic property of glass -forming liquids ,[200] which describes the rate of 

viscosity change on cooling through the glass transition.[182] Viscosity is a liquid -state 

property. The physical meaning of viscosity is the resistance to the deformation of a 

fluid with time. [201] The liquids can be classified as either ˒strong˓ or ˒fragile˓ depending 

on whether they exhibit an Arrhenian or super -Arrhenian scaling of viscosity with 

temperature.[202̀ 204] Strong liquids exhibit small property changes during the glass 

transition and tend to form brittle glasses and fragile liquids, in contrast, display 

dramatic changes in the glass transition and tend to form ductile glasses.[182,205] Overall, 

knowing fragility, the key factor of viscosity is crucial for understanding the behaviors 

of melting and glass formation of MOFs. [205̀ 207]  

The dynamic behavior of the LDL and HDL can be quantified by the fragility index 

(m) [205], which measures the activation energy (Ea,vis) of the viscosity (h) at th e glass 
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transition temperature ( Tg).[208,209] Small values of m (< 30) in dicate strong liquids 

(e.g., for silica m = 20), while large values of m (> 50) specify fragile liquids. [182] 

According to the Angell plots (Figure 5.1b), t he fragility of LDL ( mLDL ) has been 

determined to be mLDL  = 14, even lower than that of silica. The LDL phase is thus 

referred to as a super-strong liquid [210,211] and regulates the temperature to the 

exothermic collapse of the framework[212]. In contrast, the HDL exhibits a fragility of 

ductile glasses (mHDL  = 41 [100]), which is in comparison to  other minerals (e.g., 

anorthite). However, the value of mHDL  has been redetermined to 39[103] later in the 

subsequent research. The reason may be attributed to the in situ  evaporation of the 

synthesizing DMF guests (Figure 5.1a) and these values may be revisited. 

 

 

Figure 5.1: (a) Sequence of DSC up-scans on ZIF-4 at 10˃®C˃minī1 starting with ZIF -4 

(black), showing: solvent release (A), collapse to LDL phase (D F̀), followed by the LLT 

to HDL (F H̀). The letters are corresponding temperatures of A(256˃®C), B(290˃®C), 

C(305˃®C), D(315˃®C), E(328˃®C), F(335˃®C), G(340˃®C) and H(400˃®C). The endotherms in 

successive scans (2̀red, 3 g̀reen) relate to the HDA phase. (b) Angell plot showing the 

fragility of LDL and HDL phases of ZIF -4, alongside other glass-forming liquids including 

the silica. Figure from citation  [100]. 

 

(a) (b)
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5.3  Mixed -Linker Functionalization  of ZIF -4 

Since the melting point ( Tm) of the denser zni  phase of ZIF-4 (i.e., ZIF -zni) is very 

high and relatively close to the materialsˏ decomposition temperature (Td), [100,103] 

efforts have been made to lower the melting point of the material to facilitate lower 

temperature shaping/molding as well as composite formation.[162,190,191] A successful 

strategy is to implement secondary imidazolate-type linkers (here denoted Xim ,̀ 

Figure 5.2) with a larger size in the organic building unit of ZIF structures. [162,191] As 

mentioned in Part I , it is possible to replace some im̀  linkers with  Xim  ̀in the organic 

building units of ZIF -4. The derived ZIFs remains the cag topology and is of the 

general chemical composition M(im)2-x(Xim) x with x in the range from 0.02[162] to 

0.50[90,103]. If the concentration of the bulkier Xim  ̀linkers is large enough (typically x 

Ó 0.05[162]), the transformation to the denser ZIF -zni phase is hindered due to steric 

effects (i.e., there is not enough space available in ZIF-zni to implement the Xim  ̀

linkers in the zni  framework), so that the corresponding ZIFs directly form a stable 

liquid without traversing ZIF -zni. Consequently, the melting points of the linker -

exchanged cag-ZIFs are considerably lower (in the range from 300 °C to 450 °C), 

opening a plethora of possibilities for MOF glass development. Several different Xim  ̀

linkers have been implemented in cag-ZIFs so far (Figure 5.2). Variations in Tm of 

the Xim -̀containing ZIFs and Tg of their glasses can be rationalized by the 

concentration of Xim  ̀ in the framework (i.e. , the variable x of the chemical 

composition) and additionally by the contribution of electronic effects of the 

substituents at Xim .̀[162,191,192] The presence of electron-withdrawing halogen 

substituents at Xim  ̀ for example results in reduced Tm as well as Tg, while 

electron-donating methyl groups tend t o increase the melting and glass transition 

points.[103,191] Most of the meltable ZIF -4 derivatives reported thus far contain Xim  ̀

linkers based on the bulky benzimidazolate (bim ,̀ Figure 5.2 and Table 5.1). Even 

though the inclusion of these bulky Xim  ̀ linkers impedes the recrystallization of the 

supercooled liquid to ZIF-zni, i.e., enabling the formation of a stable liquid and 

vitrification by melt -quenching at a lower temperature, none of these cag-ZIF 

derivatives displays the exciting LLT observed for ZIF -4. It is speculated that the 

bim -̀based secondary linkers are too bulky to allow for an exothermal framework 
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collapse, as it is documented that the pore space in crystalline ZIF-62 (containing bimˋ

), TIF -4 (containing mbim )̀ is significantly smaller than the pore space in ZIF -4.[213] 

 

 

Figure 5.2: The fundamental and secondary linkers of organic building units of ZIF -4-type 

materials are shown above. The benzimidazolate-type secondary linkers applied in previous 

studies[90,92,190,191,214] are shown at the bottom panel. The names of the prototypical meltable 

ZIF materials containing the respective linkers are included in brackets. 
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6 Melting and Glass Formation of Cyano -

Functiona lized  ZIFs  

6.1  Objectives  

In this part , the smaller Xim  ̀linkers, exhibiting strongly electron withdrawing cyano 

groups bound to the imidazolate core (Figure 6.1) are implemented in ZIF -4 and 

their influence on framework melting and glass formation as well as the materialsˏ 

porosity will be studied. A series of crystalline ZIFs with cag topology denoted as 

ZIF -4-CNx (composition Zn(im) 2 x̀(CNim) x, CNim  ̀= 4 -cyanoimidazolate, 0.04 Ò x Ò 

0.39) and ZIF-4-dCNx (composition Zn(im) 2 x̀(dCNim) x, dCNim  ̀ = 

4,5-dicyanoimidazolate, 0.10 Ò x Ò 0.28) was synthesized by either solvothermal or 

mechanochemical methods. The CN-groups, decorating the linkers are showing a 

strong electron withdrawing effect, which is supposed to result in a drastic decrease in 

melting temperature. The cyano functional ization is expected to still prevent the 

crystallization of ZIF -zni from the melt due to its relative bulkiness. However, ZIF -4-

CNx and ZIF-4-dCNx derivatives are still  expected to feature the unusual LLT 

analogously to the prototypical ZIF -4. Elaborate differential scanning calorimetry 

(DSC) experiments along with thermogravimetric analysis (TGA), variable 

temperature X-ray total scattering and pair distribution function (PDF) analysis, IR 

and NMR spectroscopy, scanning electron microscopy (SEM), CO2 gas sorption and 

density functional theory (DFT) calculations will provide deep insights into the 

extraordinary melting and glass forming properties of these ZIFs. The work will set 

the stage for the development of novel functionalized ZIF liquids and glasses, moving 

away from the typical bulky bim -̀type secondary linkers, thus opening ways to porous 

ZIFs exhibiting polyamorphism (i.e., two or more liquid or amorphous phases), lower 

melting and glass transition points and lower liquid phase viscosities facilitating ZIF 

liquid phase processing. 
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Figure 6.1: The secondary linkers of CNim  ̀ and dCNim  ̀ applied in this work  and the 

names of their  prototypical meltable ZIF materials are included in brackets.  

 

6.2  Crystalline ZIF Synthesis and Structural Characterization  

The crystalline ZIF -4-CNx and ZIF-4-dCNx derivatives with varying amounts ( x) of 

CNim  ̀ and dCNim  ̀ linkers were first attempted to prep are by the conventional 

solvothermal synthesis in N,N-dimethylformamide (DMF) analogously to established 

procedures for ZIF-4 (see section 8.1.2 for details). For ZIF -4-CNx, this approach was 

successful, and the octahedrally shaped single crystals of ZIF-4-CNx were obtained 

with x = 0.04, 0.09, 0.18 and 0.29 according to 1H NMR spectr oscopic analysis of acid-

digested ZIF samples (Figure B .25 - Figure B .31). Single crystal X -ray diffraction 

experiments of washed and evacuated crystals (i.e., DMF guests removed at 100 °C in 

vacuo) confirm that the materials crystallize in the orthorhombic space group Pbca 

and feature a 3-dimensional network with cag topology, identical to ZIF -4 (Table 

B .1). The CNim  ̀ linkers are disordered and fractionally occupy three of the four 

crystallographically independent linker positions of the asymmetric unit ( Figure 

6.2a). This is different from other cag-ZIFs with bim -̀type secondary linkers, where 

Xim  ̀is distributed over only one or two of the four unique positions  (see Section 4.2 

before).[89,90,102,162,190,191] The fact that CNim  ̀ can occupy three different linker 

positions and bim  ̀ only two different ones, is explained by the significantly smal ler 

size of CNim  ̀ (van der Waals volume, VvdW = 78.5 Å 3) compared to bim  ̀ (VvdW = 

104.9 Å3). 

CNimī dCNimī

(ZIF-4-dCNx)(ZIF-4-CNx)
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Figure 6.2: (a) Representation of the asymmetric unit of the crystal structure of 

ZIF -4-CN0.18-solv determined from single crystal X-ray diffraction. The four CN -groups 

(shown in lighter colors) are only partially occupied (atomic occupancies range between 

0.07 and 0.12). (b) Size comparison of the secondary linkers bim̀, CNim  ̀ and dCNimˋ

considering geometry optimized structures and atomic van der Waals radii[215]. 

 

Unfortunately, crystals of ZIF -4-dCNx could not be obtained by the established 

solvothermal route, instead only turbid slurries with amorphous solid precipitates were 

derived (Figure B .7 and Figure B .8). Nevertheless, by adapting an economically 

and environmentally more friendly mechanochemical synthesis route,[216,217] which was 

recently reported for the synthesis of ZIF -62 and ZIF-UC-5,[192] crystalline ZIF -4-dCNx 

materials with x = 0.10, 0.18 and 0.28 could readily be prepared. In brief, ZnO 

nanopowder and Zn(O2CCH3)2·2H2O were reacted with Him and HdCNim by the 

liquid -assisted grinding in a laboratory ball mill (milling at 30  Hz for 30 min) to yield 

microcrystalline powders of ZIF-4-dCNx (see Section 8.1.2 for synthesizing details). 

The fact th at ZIF -4-dCNx can be prepared mechanochemically but not via 

solvothermal crystallization likely is attributable to the size of the dCNim  ̀linker. Even 

though its Vvdw is lower than the Vvdw of bim  ̀(95.5 Å3 compared to 104.9 Å3), dCNim  ̀

is slightly larger than bim  ̀along one lateral direction (Figure 6.2b), indicating that 

steric clash of the CN-groups with neighboring linkers might prevent crystallization of 

ZIF -4-dCNx in a slow solvothermal reaction, so that only amorphous precipitate is 

formed. Rapid mechanochemical synthesis, however, facilitates the inclusion of 

dCNim  ̀as linkers and results in the formation of crystalline ZIF -4-dCNx, even with 
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